
AC
 A

xi
al

 f
an

s 
– 

B
la

d
es

 w
it

h
 c

o
m

po
si

te
  

m
at

er
ia

l 
(PP

/
AP

)

AC
 a

xi
al

 f
an

s 
– 

Si
ck

le
d

 b
la

d
es

AC
 a

xi
al

 f
an

s 
– 

Pa
d

d
le

 b
la

d
es

U
L 

li
st

ed
 A

xi
al

 Fa
n

s
Acc

e
ss

o
r

ie
s

Co
n

n
ec

ti
o

n
 d

ia
g

r
am

S
APPENDIX







Diameter: 250 mmR09_-2528_-4M-2516
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Aerodynamic characteristic

Fan characteristic measured in short bell mouth with guard grill.
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Airflow  
Direction Type Code Weight 

(kg)

Sucking R09R-2528A-4M-2516 0309-4-0211
3.4

Blowing R09R-2528P-4M-2516 0309-4-0261

Fan with guard grill

Airflow  
Direction Type Code Weight 

(kg)

Sucking R09E-2528A-4M-2516 On request
Blowing R09E-2528P-4M-2516 On request

Fan without guard grill

Airflow  
Direction Type Code Weight 

(kg)

Sucking R09P-2528A-4M-2516 On request
Blowing R09P-2528P-4M-2516 On request

Fan with plate

Nominal data according to standard EN 60335:

Phase 1~

Nominal voltage 230 V

Frequency 50/60 Hz

Rated power input 40/52 W

Rated current 0.17/0.22 A

Rated speed 1360/1550 RPM

Min. ambient temperature -30 °C

Max. ambient temperature 70 °C

Sound power level A weighted 60/63 dB (A)

Condensator 1.5 µF/450 V

Connection terminal box

Insulation class 155

Protection class IP54

Is not subject to the EU regulation 327/2011.
Power input lower than 125 W.

General notes
Connection diagrams: 
Sucking 0301-1-0026 See section  

Connection diagramsBlowing 0301-1-0002
Guard grills & wall-plates See section Accessories
Standards compliance See introduction page

AC Axial fans
Paddle blades
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