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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHtnnsaTopbl.py

Axial fans FB
AC technology

Product overview

S
Quick selection Page 260 £
S
Size 200 Page 264
Size 250 Page 268 o
H_JLU
Size 300 Page 272
Size 350 Page 274
g
Size 400 Page 290 &
&
Size 450 Page 308
Size 500 Page 334
Size 560 Page 360
Size 630 Page 376
i
£5
(O =
28
@ E
8
38
€2
Qc
O o
2
._>é
3
g
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FB, AC- technology
Quick selection

Size

200 mm

250 mm

300 mm

350 mm

400 mm

450 mm

500 mm

* with ZIEHL-ABEGG frequency inverter

Voltage

1~230V

1~230V

1~230V

1~230V

3~400V

1~230V

3~400V

1~ 230V

3~400V

1~ 230V

3~400V

Polecount

44

6-6

44

6-6

44

6-6

4-4

6-6

8-8

Type

FBO020-2E_.W8. 5
FB020-4E_.W6. 5

FB025-2E_.WC._ 5
FB025-4E_.WA. 5

FB030-4E_WC. 5

FBO035-4E_.WD. 5

FB035-4E_.2C. 4P
FB035-4E_.2C.V4S
FB035-6E_.2C.V4S
FB035-VD_.2C._4P
FB035-VD_.2C.V4S
FB035-SD_.2C._4P
FB035-SD_.2C.V4S

FB040-4E_.2F.V4L

FB040-4E_.2F.V4S

FB040-6E_.2C.V4P
FB040-6E_.2C.V4S
FB040-VD_.2C.V4L
FB040-VD_.2C.v4P
FB040-VD_.2F.V4S
FB040-SD_.2C.V4P
FB040-SD_.2C.v4S

FB045-4E_.4F.V4L
FB045-4E_.4F.V4P
FB045-4E_.41.V4S
FB045-6E_.2C.V4P
FB045-6E_.4C.V4P
FB045-6E_.4F.V4S
FB045-VD_.4C.V4L
FB045-VD_.4C.v4P
FB045-VD_.4F.V4S
FB045-SD_.4C.V4L
FB045-SD_.4C.V4P
FB045-SD_.4C.v4S
FB045-AD_.4C.V4P

FBO50-4E_.4F.VAL
FB050-4E_.41.v4L
FB050-6E_4C.V4L
FB050-6E_.4F.V4P
FB050-6E_.4F.V4S
FB050-8E_.4C.V4P
FB050-VD_.4F.v4L
FB050-VD_.41.V4P
FB050-VD_.41.v4S
FB050-SD_.4C.v4L
FB050-SD_.4C.V4P
FB050-SD_.4F.V4S
FB050-AD_.4C.V4P

ial fans Main catalogue
i’l‘c BeHTuAgzepbI.pYy

Airflow direction ErP Page
- A - v - 264
- A - v - 266
- A - v 2013 268
- A - Y - 270
- A v 272
- A - v 2015 274
- A - \Y - 276
- Y - 278
- \Y - 280
- A G 2015 282
- \Y 2015 * 284
o~ A (T -V - 286
- \Y - 288
- \Y 2015 290
- \Y% - 292
(- v - 204
- \Y - 296
- \% 2015 398
- \% 2015 300
- Y 2015 * 302
- Y - 304
- Y - 306
- \Y 2015 308
- Y 2015 * 310
{ \Y 2013 * 312
- v - 314
- \Y - 316
- \Y - 318
- \Y% 2015 320
- Y 2015 322
- Y 2015 * 324
- \Y% 2015~ 326
- v 2013 328
- Y - 330
- v - 332
- \Y 2015 * 334
- \Y% 2015 336
{ Y, 2013 338
- Y 2013 340
- \% - 342
- \Y - 344
- \Y 2015 346
- Y 2015 348
- Y, 2013 350
- Y, 2015 352
- Y 2013 354
- Y 2013 356
- \Y - 358
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Axial fans Main catalogue FB, AC- technology
1012012 & BeHTiymzesl.py

Air flow g, in m¥h

Type
20.000 ... 25?00 .......... ......30.000
: i ] : : :
FB020-2E_W8._5 ‘® 76 Operating range {
FB020-4E_W6._5 ‘ 19 * Max. static pressure increase Ap . [Pa]
FB025-2E_WC._5 o AP
FB025-4E_WA._5 ‘@35
s
FB030-4E_WC._ 5 &3 g
: : L2
: : =
FB035-4E_.WD. 5 i & 83
FBO035-4E_.2C. 4P &5
FB035-4E_.2C.V4S & 45
FBO35-6E_2C.V4S N
FB035-VD_.2C._4P @55 o
FB035-VD_.2C.V4S ® s g3
FB035-SD_.2C._4P 24 s
FB035-SD_.2C.V4S L @22
FBO40-4E_2F.V4P @100
FBO40-4E_.2F.V4S @59
FBO40-6E_.2C.V4P SRR 1) b
FBO40-6E_.2C.V4S &2 3
FB040-VD_.2C.VAL @ 67 s
FBO40-VD_.2C.V4P @& 55
FB040-VD_.2F.V4S @65
FB040-SD_.2C.V4P S
FB040-SD_.2C.V4S &0
FBO45-4E_4F.VAL K X
FBO45-4E_4F.V4P R 273
FBO45-4E_.41.V4S @75
FBO45-6E_.4C.VAL @45
FBO45-6E_4C.V4P @ 40
FBO45-6E_4F.V4S &3
FBO45-VD_.4C.VAL © @100
FB045-VD_4C.V4P R X 2
FB045-VD_.4F.V4S : @ 84
FBO45-SD_4C.VAL ® 46
FB045-SD_4C.V4P 2
FB045-SD_.4C.V4S @36
FB045-AD_.4C.V4P &
H H 0
: € :JEJ
FBO50-4E_4F.VAL : : ® 9 %3
FBO50-4E_.41.VAP . @144 D E
FBO50-6E_4C.V4L @46 °
FB050-6E_.4F.V4P @50 .
FBO50-6E_.4F.V4S B
FBO50-8E_4C.V4P & 41 |
FB050-VD_.4F.VAL > 111 .
FB050-VD_.41.V4P ® 159 : "§§
FBO50-VD_.41.V4S ¢ 100 o%
FB050-SD_.4C.VAL &7 : -
FB050-SD_.4C.V4P D @47
FB050-SD_.4F.V4S : C @48
FBO50-AD_.4C.V4P & 26
: : .
2
g

6 5.000 10.000 15.000 20.000 25.000 30.000

Air flow g, in m¥h

\I»
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FB, AC- technology iﬁial fans Main catalogue

Quick selection BeHTMﬂﬂprlpy

Size Voltage Polecount Type Airflow direction ErP Page
5 FB056-6E_.4F._4L - A - Y 2015 360
1~230V FBO056-6E_.41._4P - A - \Y 2013 362
8 FB056-8E_.4F._4P - A - \Y - 364
560 mm 4-4 FB056-VD_.4l._4L - A - Y 2015 366
FB056-SD_.4F._4L - A - Y% 2015 368
3~ 400V 6-6 FB056-SD_.4F._4P - A - Y 2013 370
FB056-SD_.41.v4S - Y 2015 372
8-8 FB056-AD_.4C._4L - A - \Y - 374
3~ 400V 4 FB063-4D_.4M.V4L - \Y 2015 376
5 FB063-6E_.41.V4L - v 2015 378
FB063-6E_.41.V4P - Y 2013 380
1~230V FB063-8E_.4F.VAL - \Y - 382
8 FB063-8E_.4F.V4P - \Y - 384
FB063-8E_.41.V4S - v - 386
630 mm 4-4 FB063-VD_.4M.V4L - \Y 2015 388
FB063-SD_.41.V4L - Y 2015 390
6-6 FB063-SD_.41.V4P - \Y 2015 * 392
3~ 400V FB063-SD_.41.v4S - \Y - 394
FB063-AD_.4F.V4L - \Y 2015* 396
8-8 FB063-AD_.4F.V4P - \Y - 398
FB063-AD_.41.V4S - \Y - 400

* with ZIEHL-ABEGG frequency inverter

262
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Axial fans Main catalogue

FB, AC- technology

10/2012 & BeHTiymzesl.py
Air flow g, in m¥h
Type 15.000
FB056-6E_.4F._4L Operating range
FB056-6E_41._4P € Max. static pressure increase Ap . [Pa]
FBO56-8E_.4F,_4P _
FB056-VD_.4l._ 4L I
FB056-SD_.4F._4L @88 kS
FB056-SD_.4F._4P : @58 =
FBO056-SD_.41.V4S i e s
FBO056-AD_.4F._4P & 47 =
FB063-4D_.4M.VAL @& 156
FB063-6E_.41.V4L Y
FB063-6E_.41.V4P @ 66 B
H 3
FB063-8E_4F.VAL ¢ 2 i § 3
FBO63-8E_4F V4P 33 e
FBO63-8E_.41.V4S @ 30
FB063-VD_.4M.VAL I & 156
FB063-SD_.41.V4L ®102
FB063-SD_.41.V4P I @6
FB063-SD_.41.V4S ! ‘@ 57 %
FB063-AD_.4F.V4L &55 2
H [aV)
FB063-AD_.4F.V4P ; @ 31 il
FB063-AD_.41.V4S ' @31
(@]
[T,
@
Eeg
ZE
o
o
_3
So
=
S c
86
bl
X
©
c
Q
Q.
Q.
<
T T T R setee S

Air flow g, in m¥%h
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FB, AC- technology égial fans Main catalogue

Size 200 mm BeHTUAsRGPLI.PY

FB

for single phase alternating current, 2 pole FBO20-2E

Characteristic curve

250
©
<
<
@ ©
200
150
T
[
&
o 100
Description
Motor technology: AC
Rated voltage U,: 1~ 230 V*
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.05 kW*
Rated current |,: 0.26 A* 50
Rated speed n,;: 2730 min"**
Starting current I,: 0.62 A
Current increase Al: 0 %
Service capacitor C,: 1.5 uF
Thermal class: THCL155* 0 @
Min. perm@ted conveyor temperature t; . - -40 °C 0 100 200 300 400 500 600 700 800
Max. permitted conveyor temperature t, - 80 °C 3
. . R(max Qy [m¥h]
Electrical connection: Supply cable variable 45 cm 75
Number of blades: 5
Motor protection: Thermal contact
Blades: Steel, powder-coated, black 70
Rotor: Aluminium, 1 coat paint, Ultramarine blue ?E
Conformity: CE S 65
ErP Data <
Is not subject to the ErP Guidelines (P < 125 W) -
* 60
Rated data
55
0 100 200 300 400 500 600 700 800

Qy [m¥h]

Measured in full bell mouth without guard grille in installation type A according to ISO 5801
Connection diagram 1360-177X Page 609

System components Page 524

Dimensions [mm]

Airflow direction A

Design D - axial bolted, suspension for full Design L - round, full bell mouth Design W - axial bolted, mounting for short
bell mouth Q and L bell mouth E
56 e 6 43,..29
.32 Sy 7] <ni okl
ydl A e =t
| SN S S
o ,;L n
& & g
1 T 3 ,,1 w0 T ¢ L —— J
68 ] it 68 - 68 ] it
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Axial fans Main catalogue
10/2012

Performance data

Type Characteristic
curve

Voltage

u

v

230
230*
230
Il 170
170
170
135
135
135
110
110
110

FB020-2E_.W8._5 |

*rated data

Fan ordering information

Operating point ~ Current
|

(Al
0.29
0.26*
0.25
0.27
0.22
0.20
0.28
0.23
0.20
0.25
0.23
0.21

PORPPLOPOEE®O

Motor
power
P1
W]
65
55*
50

46

36

32

36

30

26

28

24

22

input

FB, AC- technology

& Be

Speed Suction side sound
power level

n LWA5

[min-] [dB]

2600

2730* 72

2770 68

2300

2550 69

2640 67

1850

2260 67

2420 65

1350

1830 61

2070 62

Airflow direction A Airflow direction V

Design D L w H
A
Il
T
U
Type FB020-2ED.W8.A5 FB020-2EL.W8.A5 FB020-2EW.W8.A5  FB020-2EH.W8.V5
Article no. 139667 139674 140543 139695
Weight [kg]  1.60 2.40 1.90 2.40

Control technology
Frequency inverter

Fcontrol 1~ 1~
! ' =

b
o - <
A Page 552 A Page 596

Motor protection units

Transformer-based

controllers 1~ controllers 1~

Electronic voltage

p [————
A Page 587 A Page 562

FB020-2EI.W8.V5
139688

1.60

K

FB020-2EK.W8.V5
138870

1.90

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

Design H - pipe sockets with a flange

)

i

2280
|
!
2203

L-KL-2873-1

i

Wj

www.ziehl-abegg.com

Design | - axial bolted, mounting for bell
mouth flange for pipe socket H or full bell
mouth Q or L

56
32

T,i—

@245
2195
2258

L-KL-2871-1

43,129

___f—

L-KL-2875-1

HTUARFOPBI.PY

FE2owlet Information
ECblue

FE2owlet

System FC
components

Control
technology

Appendix

N
>

. 265
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FB, AC- technology égial fans Main catalogue

Size 200 mm BeHTUAsRGPLI.PY

FB

for single phase alternating current, 4 pole FBO20-4E

Characteristic curve

50
oo}
<
3
®
@\
AN
40 A\
@ \ N\
\
\ \
N
NEA YA
\ )
N NE
30 \
N \ \ \
N\ N \ NN
— N
g A N h \ LN
5 S
o \ \ N\ N
\ N N
N
20 e ANERRENG I @
. . ~
Description NERR ~oo !
Motor technology: AC SO S . |||”
Rated voltage U,: 1~ 230 V* <
Rated frequency f,: 50 Hz* (60Hz data available) v
Motor input power P,: 0.03 kW*
Rated current |: 0.15 A* 10
Rated speed n;: 1400 min"**
Starting current I,: 0.24 A
Current increase Al: 0 %
Service capacitor C,: 1.0 uF
Thermal class: THCL155* 0 @\ @ ®
Min. permitted conveyor temperature temin -40 °C
Max. permitted conveyor temperature t, __ :70 °C 0 50 100 150 . 200 250 300 350
Electrical connection: Supply cable variable 45 cm q, m/h]
Number of blades: 5 60
Motor protection: Thermal contact
Blades: Steel, powder-coated, black 55 @. ®
Rotor: Aluminium, 1 coat paint, Ultramarine blue < ®\'__./
Conformity: CE 3 5 M ®
ErP Data 2 ® h
Is not subject to the ErP Guidelines (P,< 125 W) - V ®
* Rated data 45
40
0 50 100 150 200 250 300 350

q, [m*/h]
Measured in full bell mouth without guard grille in installation type A according to ISO 5801

Connection diagram 1360-177X Page 609

System components Page 524

Dimensions [mm]

Airflow direction A

Design D - axial bolted, suspension for full Design L - round, full bell mouth Design W - axial bolted, mounting for short
bell mouth Q and L bell mouth E
56 6
32 Sy 7] <L
ey A o =
o o)
3 388 Q4L A8 : SRIBI
N 22 N al N[Ny
Q) [SIISTES
Q
o N o
Ly § D § — g
RA = Y1 10 4 1 o
63 % 63 | - 63 it
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10/2012

Performance data

Type Characteristic
curve

Voltage

u
v
230
230*
230
Il 170
170
170
I 135
135
135
110
110
110

FB020-4E_W6._5 |

*rated data

Fan ordering information

Airflow direction A Airflow direction V

Design D L

Type FB020-4ED.W6.A5
Article no. 139668 139675
Weight [kg]  1.40 2.20

Control technology
Frequency inverter

Fcontrol 1~ 1~
! ' =

b
o - <
A Page 552 A Page 596

Airflow direction V

Design H - pipe sockets with a flange

\%m

:

@280
}
T
@203

L-KL-2873-2

M

FB020-4EL.W6.A5

Motor protection units

Operating point ~ Current Motor
power
| P,
(Al W]
® 0.15 30
® 0.15* 30*
® 0.15 28
@ 0.11 16
® 0.10 16
® 0.10 15
@) 0.09 12
0.09 11
® 0.08 10
0.08 8
® 0.08 8
® 0.07 8

FB020-4EH.W6.V5
139696

FB020-4EW.W6.A5
140544

1.70 2.20

Transformer-based
controllers 1~

Electronic voltage
controllers 1~

p [————
A Page 587 A Page 562

Design | - axial bolted, mounting for bell
mouth flange for pipe socket H or full bell
mouth Q or L

56
32

T,i—

@245
2195
2196
2258

L-KL-2871-2

www.ziehl-abegg.com

FB, AC- technology

& BeHTuARPOPBI.PY

input Speed Suction side sound
power level
n LWA5
[min] [dB]
1390
1400* 54
1410 54
1340
1360 51
1380 52
1260 3
1300 50 w
1330 50 £
1130 b=
1200 48
1260 49
So
B
§8
E |
| K
A
k
V :
u ]
i
w

FB020-4EK.W6.V5
138871

FB020-4E1.W6.V5
139689

1.40 1.70

System FC
components

Control
technology

Design K - axial bolted, mounted for short
bell mouth E

43,124,

Appendix

L-KL-2875-2

N
>
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FB, AC- technology égial fans Main catalogue

Size 250 mm BeHTUAsRGPLI.PY

FB

for single phase alternating current, 2 pole FBO25-2E

Characteristic curve

260 s
@ 3
240 AN @
\
220 \
N\
N
200 \
\
\
180 \
\
160 \
\
\
= 140 @ N
= R S MO
&’ 120 S I N
~ O
N
Description 100 Y
Motor technology: AC RENIC]
Rated voltage U,: 1~ 230 V* 80 @ a T
Rated frequency f,: 50 Hz* (60Hz data available) <
Motor input power P,: 0.14 KW* 60 ~L
Rated current | : 0.60 A* ~ o
Rated speed n,: 2440 min"'* 40 > fi
Starting current 1,: 1.15 A Sl ®
Current increase Al: 0 % 20 v
Service capacitor C,: 4.0 uF
Thermal class: THCL155* o ®@ ® ® ®
Min. permitted conveyor temperature temin -40 °C
Max. permitted conveyor temperature t, __ :75 °C 0 400 800 o [ 1.200 1600 2:000

Electrical connection: Supply cable variable 45 cm
Number of blades: 5 80

Motor protection: Thermal contact | ®
Blades: Steel, powder-coated, black 75 \/©
Rotor: Aluminium, 1 coat paint, Ultramarine blue
Conformity: ErP 2013, CE

Lns [AB(A)]
3
<

ErP Data ®
65
Efficiency ng,..: 26.0 % "I
Efficiency: N, =37.8/N,_, =36 60 ®
* Rated data M
**ErP 2013 55
0 400 800 1.200 1.600 2.000
q, [m*/h]
Measured in full bell mouth without guard grille in installation type A according to ISO 5801
Connection diagram 1360-177X Page 609
System components Page 524

Dimensions [mm]

Airflow direction A

Design D - axial bolted, suspension for full Design L - round, full bell mouth Design W - axial bolted, mounting for short
bell mouth Q and L bell mouth E
66 6
42 Enaiper™ 424“48 28
ydl A e =t
8 Msm 8 LN & WD siise
s sls|s s S
el
? 3 2
N Y | — o
RA = ,71 10 4 1 o
86 5 86 N 86 3
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnAgEOPBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side sound
curve power power level
U | P, n [—
vl (Al W] [min-] [dB]
FB025-2E_.WC._5 | 230 ® 0.70 160 2250
230" ® 0.60* 140* 2440 77
230 ® 0.54 120 2550 77
1] 170 @ 0.66 110 1660
170 ® 0.60 100 1980 70
170 ® 0.54 90 2180 73
I 135 @ 0.58 75 1250 S
135 0.56 75 1500 63 w
135 ® 0.52 70 1710 67 £
v 110 0.48 50 970 %
110 @) 0.48 50 1150 56
110 ® 0.46 50 1310 60
*rated data
Fan ordering information 5 o
: : : : : : 23
Airflow direction A Airflow direction V S5
s
Design D L W H | K
h f
Il Il
k
U U g
=) d L‘h‘
w
Type FB025-2ED.WC.A5 FB025-2EL.WC.A5 FB025-2EW.WC.A5 FB025-2EH.WC.V5 FB025-2E1.WC.V5 FB025-2EK.WC.V5
Article no. 139669 139676 140545 139697 139690 138872
Weight [kg]  2.60 3.60 2.90 3.50 2.60 3.00

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ 1~ controllers 1~ controllers 1~

i ! 2 ’ !
B e
e & z
- ' et
g Ei p [————

A Page 552 A Page 596 A Page 587 A Page 562

[$)
[T,
2
E g
25
FE
8
>
58
€2
Airflow direction V 8§
Design H - pipe sockets with a flange Design | - axial bolted, mounting for bell Design K - axial bolted, mounted for short
mouth flange for pipe socket H or full bell bell mouth E
mouth Q or L
% ‘ 6472 T
14_.(77 TT - v 5
=
3
Q.
Q.
<

2320
|
|
2257
2290
2250
2256
2303

L-KL-2873-3
L-KL-2871-3
L-KL-2875-3

i

Wj
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FB, AC- technology égial fans Main catalogue

Size 250 mm BeHTUAsRGPLI.PY
FB

for single phase alternating current, 4 pole FBO25-4E

Characteristic curve

80 \
o
(ORN <
\ 3
\
\
\
o) \
\ \
60 N .
\ \
N \
\\ \
N \
\
- @ \\ \
\ N
n—'l'; 40 < \ <
o N\ N \\ @

N N =

- el o e
Description N ~ |
Motor technology: AC N T <
Rated voltage U,: 1~ 230 V* S o RS
Rated frequency f,: 50 Hz* (60Hz data available) 20 N - [l
Motor input power P,: 0.04 kW* N ®
Rated current | 1 0.16 A* == W%
Rated speed n;: 1340 min"*
Starting current 1,: 0.30 A
Current increase Al: 0 %
Service capacitor C,: 1.5 uF
Thermal class: THCL155* 0 ® ® ® \®
400 600 800

Min. permitted conveyor temperature temin -40 °C
Max. permitted conveyor temperature t, - 80 °C 0 200 5 1.000
Electrical connection: Supply cable variable 45 cm g, [m*/n]
Number of blades: 5 70
Motor protection: Thermal contact
Blades: Steel, powder-coated, black 65 ®
Rotor: Aluminium, 1 coat paint, Ultramarine blue § \L/ ®
Conformity: CE g 60 ®\J/ ®
ErP Datal o g 55 i ®
Is not subject to the ErP Guidelines (P,< 125 W) -
* Rated data 50 @\/ ®
v
45
0 200 400 600 800 1.000

q, [m*/h]
Measured in full bell mouth without guard grille in installation type A according to ISO 5801

Connection diagram 1360-177X Page 609

System components Page 524

Dimensions [mm]

Airflow direction A

Design D - axial bolted, suspension for full Design L - round, full bell mouth Design W - axial bolted, mounting for short
bell mouth Q and L bell mouth E
66 e 6 42, 35
42 gy ani
ey o =
8 883 8 LN & WD siise
s sls|s s S
< 1 <
Q @ g
13 ] D v R | ]
v o X1 10 < ! 2
73 % 73 - 73 it
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Performance data

Type Characteristic
curve

Voltage

u
v
230
230*
230
Il 170
170
170
I 135
135
135
110
110
110

FB025-4E_WA._5 |

*rated data

Fan ordering information

Airflow direction A Airflow direction V

Design D L

Type FB025-4ED.WA.A5
Article no. 139670 139677
Weight [kg] 2.10 3.10

Control technology
Frequency inverter

Fcontrol 1~ 1~
! ' =

b
o - <
A Page 552 A Page 596

Airflow direction V

Design H - pipe sockets with a flange

\%m

.

@320
}
T
@257

L-KL-2873-4

-

FB025-4EL.WA.A5

Motor protection units

Operating point ~ Current Motor
power
| P,
(Al W]
® 0.17 40
® 0.16* 36*
® 0.16 36
0] 0.15 26
® 0.14 24
® 0.13 22
@ 0.14 19
0.13 18
® 0.12 17
0.13 14
® 0.12 13
® 0.11 12

FB025-4EW.WA.A5
140546
2.40

FB025-4EH.WA.V5
139698

3.10

Transformer-based
controllers 1~

Electronic voltage
controllers 1~

p [————
A Page 587 A Page 562

Design | - axial bolted, mounting for bell
mouth flange for pipe socket H or full bell
mouth Q or L

67
42

T,i—

2290
2250
2256
2303

L-KL-2871-4

www.ziehl-abegg.com

FB, AC- technology

& BeHTuARROPBI.PY

input Speed Suction side sound
power level
n LWA5
[min] [dB]
1300
1340* 62
1370 63
1140
1220 59
1270 60
950 3
1060 54 w
1130 57 £
o
760 i=
880 48
950 52
So
22
88
s
| K
A
@
| g
u ]
i
w

FB025-4EK.WA.V5
138873

FB025-4E1.WA.V5
139691

2.10 2.50

System FC
components

Control
technology

Design K - axial bolted, mounted for short
bell mouth E

7,120,

Appendix
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FB, AC- technology égial fans Main catalogue

Size 300 mm BeHTUAsRGPLI.PY
FB

for single phase alternating current, 4 pole FBO30-4E

Characteristic curve

160 N
S
3
®
140 \
\
\
\
120 AJ
\
\
\
100 <
\
_ 0 \
£ &0 N AN
o’ » \ ®
2 N Yo7
N -
Description 60 M /©
Motor technology: AC -
Rated voltage U,: 1~ 230 V* @ I
Rated frequency f,: 50 Hz* (60Hz data available) 40 S < -
Motor input power P,: 0.09 kW* ~d
Rated current |, : 0.39 A* ==
Rated speed n;: 1360 min"** < Il
Starting current 1,: 0.77 A 20 S~ o —1— @
Current increase Al: 0 % v
Service capacitor C,,: 3.0 uF
Thermal class: THCL155* o ® ® ® \®
Min. permitted conveyor temperature temin -40 °C
Max. permitted conveyor temperature t, - 65 °C 0 400 800 5 1.200 1600 2:000
Electrical connection: Supply cable variable 45 cm g, [m*/n]
Number of blades: 5 75
Motor protection: Thermal contact
Blades: Steel, powder-coated, black 70
Rotor: Aluminium, 1 coat paint, Ultramarine blue §
Conformity: CE 3 65
ErP Data g 60
Is not subject to the ErP Guidelines (P,< 125 W) -
* Rated data 55
50
0 400 800 1.200 1.600 2.000

q, [m*/h]
Measured in full bell mouth without guard grille in installation type A according to ISO 5801

Connection diagram 1360-177X Page 609

System components Page 524

Dimensions [mm]

Airflow direction A

Design D - axial bolted, suspension for full Design L - round, full bell mouth Design W - axial bolted, mounting for short
bell mouth Q and L bell mouth E
83 11
. 59 69 Oriojas
ydl A e =t
[=] M || M) ’0\3 g ﬁé [=dnti=ded
g S8E LR N Sagk
Q) [SIESTES
©
© < ©
g g g
= SRy S : = :
v o Y1 15 < 1 2
86 % 86 E 86 3
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Performance data

Type Characteristic
curve

Voltage

u
v
230
230*
230
Il 170
170
170
I 135
135
135
110
110
110

FB030-4E_.WC._5 |

*rated data

Fan ordering information

Airflow direction A Airflow direction V

Design D L

Type FB030-4ED.WC.A5
Article no. 141625 141626
Weight [kg]  3.00 4.50

Control technology
Frequency inverter

Fcontrol 1~ 1~
! ' =

b
o - <
A Page 552 A Page 596

Airflow direction V

Design H - pipe sockets with a flange

\%j

FB030-4EL.WC.A5

Motor protection units

Operating point ~ Current Motor
power
| P,
(Al W]
® 0.44 100
® 0.39* 90*
® 0.35 80
@ 0.44 75
® 0.38 65
® 0.32 55
@ 0.39 50
0.37 50
® 0.32 44
0.33 36
@ 0.33 34
® 0.31 34

FB030-4EH.WC.V5
141629

FB030-4EW.WC.A5
141627

3.30 4.60

Transformer-based
controllers 1~

Electronic voltage
controllers 1~

p [————
A Page 587 A Page 562

Design | - axial bolted, mounting for bell
mouth flange for pipe socket H or full bell
mouth Q or L

83

69 <59
1._.(77 TT
N~ ©
3 H 8 g gae
Q| IS Q| [SHSIESY
L
3
& s
. 3 8
YU 15 - 4 haN 2.'
i 8e - 86 =

www.ziehl-abegg.com

FB, AC- technology

& BeHTuARTOPBI.PY

input Speed Suction side sound
power level
n LWA5
[min] [dB]
1300
1360* 65
1400 70
1030
1200 61
1320 68
730 5
910 56 T
1150 65 g
540 b=
650 51
870 58
So
22
§8
s
| K
A
k
| g
= 3]
i
w

FB030-4EI.WC.V5
141628

FB030-4EK.WC.V5
141630

3.00 3.30

System FC
components

Control
technology

Design K - axial bolted, mounted for short
bell mouth E

9,151
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FB, AC- technology égial fans Main catalogue

Size 350 mm BeHTUAsRGPLI.PY

FB

for single phase alternating current, 4 pole FBO35-4E

Characteristic curve

160 <
\ ~
® M 3
\
140 <
\
\
\
120 \
\
\
\
100 >
\
S
N
5 M-
= 80
n_L"L' @ |
@ __
= ~
Description 60 B . ®
Motor technology: AC T- I
Rated voltage U,: 1~ 230 V*
Rated frequency f,: 50 Hz* (60Hz data available) 0o
Motor input power P,: 0.15 kW* -
Rated current |,: 0.68 A* T4
Rated speed n,;: 1290 min'* T~ 1
Current increase Al: 0 % 20 =< @
Service capacitor C,,: 5.0 uF = - Y
Thermal class: THCL155*
Min. permitted conveyor temperature t, = -40 °C o ® ©) ® \O®
Max. permitted conveyor temperature taman’ 65 °C
Electrical connection: Supply cable variable 45 cm 0 500 1.000 1.500 5 2.000 2500 3.000 3.500
Number of blades: 5 g, [mhl
Motor protection: Thermal contact %
Blades: Steel, powder-coated, black
Rotor: Aluminium, 1 coat paint, Ultramarine blue 70 @’_Id_/ ®
Conformity: ErP 2015, CE 5 ®
ErP Data g% ® ! ®
Efficiency n_,,,: 28.8 % 2 o [
Efficiency: N, = 40.3/N, = 40" - ®
* Rated data 55 u/
**ErP 2015
50
0 500 1.000 1.500 2.000 2.500 3.000 3.500
q, [m*h]
Measured in full bell mouth without guard grille in installation type A according to ISO 5801
Connection diagram 1360-177X Page 609
System components Page 524

Dimensions [mm]

Airflow direction A

Design D - axial bolted, suspension for full Design L - round, full bell mouth Design W - axial bolted, mounting for short
bell mouth Q and L bell mouth E
88 12
70 e gt
ey A o =
8 M 288 g g ﬁé 2858
< O O| | Q 17T '778 | < | <F|
Q) [SIISTES
~
% 3 s
& & g
1 T 3 ,,1 23 ¢ L —— J
<95 ] 5 95| - 95 3
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Performance data

Type Characteristic

curve

Voltage

u
v
230
230*
230
Il 170
170
170
I 135
135
135
110
110
110

FB035-4E_WD._5 |

*rated data

Fan ordering information

Airflow direction A Airflow direction V

Design D L

Type FB035-4ED.WD.A5
Article no. 152695 152696
Weight [kg]  4.00 6.00

Control technology
Frequency inverter

Fcontrol 1~ 1~
! ' =

b
o - <
A Page 552 A Page 596

Airflow direction V

Design H - pipe sockets with a flange

A

:

@460
}
Vs
@390

L-KL-2873-7

K

FB035-4EL.WD.A5

Motor protection units

Operating point ~ Current Motor
power
| P,
(Al W]
® 0.82 190
® 0.68* 150*
® 0.56 130
@ 0.74 120
® 0.66 110
® 0.54 90
@ 0.60 80
0.58 75
® 0.52 70
0.48 50
@ 0.48 50
® 0.46 50

FB035-4EW.WD.A5
152697

FB035-4EH.WD.V5
152699

4.50 6.00

Transformer-based
controllers 1~

Electronic voltage
controllers 1~

p [————
A Page 587 A Page 562

Design | - axial bolted, mounting for bell
mouth flange for pipe socket H or full bell
mouth Q or L

88

|88

1«70
sy

1
8 B8/18
< ™ O <
N SIS

L-KL-2871-7

www.ziehl-abegg.com

FB, AC- technology

& BeHTuARTOPBI.PY

input Speed Suction side sound
power level
n LWA5
[min-] [dB]
1120
1290* 67
1360 70
740
1060 62
1260 68
520 _E
740 60 T
1020 64 £
410 =
540 55 -
730 57

FE2owlet
ECblue

| K

FE2owlet

FB035-4EK.WD.V5
152700

FB035-4E1.WD.V5
152698

4.00 4.60

System FC
components

Control
technology

Design K - axial bolted, mounted for short
bell mouth E

I7,.2

Appendix

L-KL-2875-7

N
Ty

\ 275
www.vseventilatory.ru | info@vseventi;m‘v.ru


http://vseventilatory.ru/
http://vseventilatory.ru/

FB, AC- technology iﬁial fans Main catalogue

Size 350 mm BeHTuAgzGpbLI.PY
FB

for single phase alternating current, 4 pole FBO35-4E

Characteristic curve
100

fb0354ek2c6pk801

80

60

P [Pal

Description 40

Motor technology: AC

Rated voltage U: 1~ 230 V10 %"

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.19 kW* ©

Rated current | : 0.89 A* \%
Rated speed n;: 1330 min"** 20

Starting current I,: 1.40 A

Current increase Al: 0 % @ v

Service capacitor C,,: 5.0 uF

Thermal class: THCL155*

Min. permitted conveyor temperature temin -25°C @
Max. permitted conveyor temperature t,__ :70 °C 0

Electrical connection: Terminal box 0 1.000 2.000 3.000
Number of blades: 4 qy [m¥/h]

Protection class: IP54 ) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

Motor protection: Thermal contact I-x) Measured in short-bell mouth with compressed side contact protection.
Blades: Aluminium, uncoated

Rotor: Aluminium, uncoated
* Rated data

P Connection diagrams Page 608
for airflow direction V.= 1360-104XA
for airflow direction A 1360-104XB

P System components Page 524

Dimensions [mm]

Airflow direction A

Design W - axial bolted, mounting for short
bell mouth E

45 7773¢

@351
378
2420
2440

L-KL-8805-2
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10/2012 & BeHTnAgTOPBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min] [dB]
FB035-4E_.2C._4P | 230" ® 0.89* 190* 1330*
230 ® 0.73 150 1410 69
Il 230 ® 0.75 160 1390 70
230 ® 0.72 150 1420 68
1 160 0.68 105 1250 67
160 ® 0.60 94 1320 65
[\ 130 (@) 0.68 80 930 60 S
130 ® 0.62 77 1130 61 =
\Y 105 0.58 54 660 54 £
105 ® 0.57 53 770 53 g
*rated data -
Fan ordering information
Airflow direction A Airflow direction V %g
(o]
Wi
Design W K &
@
H
o
o
Type FBO035-4EW.2C.A4P FB035-4EK.2C.V4P s
Article no. 106938 124158
Weight [kg] ~ 4.50 4.80

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ = controllers 1~ controllers 1~

i ! & : '
B =
= & x
, — s i

;A Page 552 A Page 596 ;A Page 587 ;A Page 562

O
[T,

@
€5
g5
@ &
@ E

o

(8]

>
—_
[eKe)
€2

Airflow direction V 8§
Design K - axial bolted, mounted for short
bell mouth E
46,
841,43
[l
x
SRR S
c
CJ :
Q.
Q
<

2395
2413

()
7
@351
@369

113
177

L-KL-8807-3

N
Ty
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FB, AC- technology iﬁial fans Main catalogue

Size 350 mm BeHTuAgzGpbLI.PY

FB

for single phase alternating current, 4 pole FBO35-4E

Characteristic curve

100
1)
=3
@
O
g
[}
<t
@
8
80 =
..;_
60
w
o,
&
Description 40
Motor technology: AC
Rated voltage U: 1~ 230 V10 %"
Rated frequency f,: 50 Hz*
Motor input power P,: 0.20 kW* m
Rated current |1 0.92 A*
Rated speed n: 1300 min"** 20 3
Starting current I,: 1.35 A @) ‘\
Current increase Al: 0 % v \\
Service capacitor C,: 4.0 yF @ \
Thermal class: THCL155* v \
Min. permitted conveyor temperature temin -25°C \ \
Max. permitted conveyor temperature t,__ :70 °C 0 & ® ® ® ' ®
Electrical connection: Terminal box 0 1.000 2.000 3.000 4.000
Number of blades: 4 qy [m¥/h]
Protection class: IP54 I) Measured in full bell mouth without guard grille in installation type A according to ISO 5801,
Motor protection: Thermal contact I-x) Measured in short-bell mouth with compressed side contact protection.

Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated
* Rated data

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

50,
|84 43
T

@395
2413

()
7
@351
@369

113
177

L-KL-8807-4
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10/2012 & BeHTnAgTOPBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min] [dB]
FB035-4E_.2C.V4S | 230" ® 0.92* 200" 1300*
230 ® 0.80 175 1360 70
Il 230 ® 0.84 185 1350 73
230 ® 0.81 175 1370 70
1 160 0.80 120 1050 67
160 ® 0.76 115 1140 65
[\ 130 (@) 0.70 82 730 59 S
130 ® 0.69 81 800 57 =
\Y 105 0.58 52 520 £
105 ® 0.58 52 560 =

*rated data

Fan ordering information

Airflow direction V

Design K

FE2owlet
ECblue

FE2owlet

Type FB035-4EK.2C.V4S
Article no. 124153

Weight [kg]  4.80

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ = controllers 1~ controllers 1~

- @y . g

, - ¥ - »

_ * =
--_ Eti I ;

;A Page 552 A Page 596 ;A Page 587 ;A Page 562

Control System FC
components

technology

Appendix
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FB, AC- technology iﬁial fans Main catalogue

Size 350 mm BeHTuAgzGpbLI.PY
FB

for single phase alternating current, 6 pole FBO35-6E

Characteristic curve
40

fb0356ek2c6sk801

30

Per [Pal
n
o

Description

Motor technology: AC

Rated voltage U: 1~ 230 V10 %"

Rated frequency f,: 50 Hz* (60Hz data available) @
Motor input power P,: 0.10 kW*
Rated current | : 0.49 A*

Rated speed n,: 930 min"*
Starting current 1,: 0.95 A
Current increase Al: 0 %
Service capacitor C,: 2.5 uF @)

Thermal class: THCL155* \

Min. permitted conveyor temperature temin -25°C

Max. permitted conveyor temperature t,__ :70 °C 0 @ \
Electrical connection: Terminal box o 500 1.000 1.500 2.000 2,500
Number of blades: 4

Protection class: IP54

Motor protection: Thermal contact

Blades: Aluminium, uncoated

Rotor: Aluminium, uncoated

Conformity: CE

ErP Data

Is not subject to the ErP Guidelines (P,< 125 W)
* Rated data

qy [m¥/h]
1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
1I-x) Measured in short-bell mouth with compressed side contact protection.

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

50,
|84 43
T

@395
2413

()
7
@351
@369

113
177

L-KL-8807-7
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10/2012 & BeHTnAgTOPBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min1] [dB]
FB035-6E_.2C.V4S | 230" ® 0.49* 100* 930*
230 ® 0.43 89 940
Il 230 ® 0.40 80 920 61
230 ® 0.39 78 940 61
1 160 0.36 54 850 60
160 ® 0.34 51 870 59
[\ 130 (@) 0.39 45 660 55 S
130 ® 0.37 44 720 54 =
\Y 105 0.35 32 440 £
105 ® 0.34 31 460 =
*rated data -
Fan ordering information
33
e
Design K s
k
g
o
w

Type FB035-6EK.2C.V4S
Article no. 124159

Weight [kg]  4.80

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ = controllers 1~ controllers 1~

- @y . g

, - ¥ - »

_ * =
--_ Eti I ;

;A Page 552 A Page 596 ;A Page 587 ;A Page 562

Control System FC
components

technology
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FB, AC- technology iﬁial fans Main catalogue

Size 350 mm BeHTuAgzGpbLI.PY
FB

for three phase alternating current, 4-4 pole FBO35-VvD

Characteristic curve
100

fb035vdk2c6pk801

80

60

pse [Pal

Description 40

Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*
Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.14/0.09 kW*

Rated current | : 0.25/0.14 A*

Rated speed n,: 1320/1050 min"* 20

Starting current 1,: 0.80 A/ 0.26 A

Current increase Al: 5 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, = -40 °C

Max. permitted conveyor temperature taman 70 °C

Electrical connection: Terminal box 0 g
Number of blades: 4 0 1.000 2.000 3.000
Protection class: IP54 qy [m*/h]

Motor protection: Thermal contact I) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

Blades: Aluminium, uncoated II-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, uncoated

Conformity: ErP 2015, CE

ErP Data

Efficiency N, 29.9 %

Efficiency: N, =41.9/N__, = 40"

* Rated data

**ErP 2015

P Connection diagrams Page 608

for airflow direction V.= 1360-108XA
for airflow direction A 1360-108XB

P System components Page 524

Dimensions [mm]

Airflow direction A

Design W - axial bolted, mounting for short
bell mouth E

45 7773¢

@351
378
2420
2440

L-KL-8805-1
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnAgTOPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
V] (Al W] [min-'] [dB]
FB035-VD_.2C._4P A | 400 ® 0.25* 140* 1320
400 ® 0.22 110 1360 68
I 400 ® 0.22 110 1360 73
400 ® 0.21 97 1380 67
Y n 400 0.14 91 1040 66
400 ® 0.12 74 1160 62 3
“rated data 'c‘g
S
=
Fan ordering information
Airflow direction A Airflow direction V
Design w K =
33
§8
s
Type FB035-VDW.2C.A4P FB035-VDK.2C.V4P
Atticle no. 106939 124151 E
Weight [kg] ~ 4.50 4.80 il

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
= | . 1
= T
[ & — ]
- = = =
A Page 558 A Page 596 ;A Page 591 ;A Page 578

O
[T,

@
€5
g5
@ &
@ E

o

(8]

>
—_
[eKe)
€g

Airflow direction V o§
Design K - axial bolted, mounted for short
bell mouth E
46,
84,43
[l
x
SRR S
c
CJ :
Q.
Q
<

2395
2413

()
7
@351
@369

113
177

L-KL-8807-1
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FB, AC- technology iﬁial fans Main catalogue

Size 350 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 4-4 pole FBO35-VvD

Characteristic curve
100

fb035vdk2c6sk801

80

60

P [Pal

Description 40
Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.18/0.13 kW*

Rated current | : 0.37/0.21 A*

Rated speed n,: 1320/1040 min™"* 20
Starting current |,: 1.30 A/ 0.42 A

Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, = -40 °C

Max. permitted conveyor temperature taman 70 °C

Electrical connection: Terminal box 0
Number of blades: 4 0 1.000 2.000 3.000 4.000
Protection class: IP54 qy [m¥/h]

Motor protection: Thermal contact I) Measured in full bell mouth without guard grille in installation type A according to ISO 5801,

Blades: Aluminium, uncoated II-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, uncoated

Conformity: ErP 2015, CE

ErP Data

Efficiency ng,..: 26.9 %

Efficiency: N, =40.2/N_ . =40™

Frequency inverter required

* Rated data

**ErP 2015

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

50,
|84 43
T

@395
2413

()
7
@351
@369

113
177

L-KL-8807-2
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnAgTOPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
u | A n Livas
[V] [A] W] [min~] [dB]
FB035-VD_.2C.V4S A | 400 ® 0.37* 180* 1320
400 ® 0.34 150 1400 71
I 400 ® 0.37 170 1380 71
400 ® 0.36 160 1390 71
Y n 400 0.20 125 1180 66
400 ® 0.19 120 1200 67 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
33
§8
s
Type FB035-VDK.2C.V4S
Article no. 124152 %
Weight [kg] ~ 4.80 il

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578

Control System FC
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technology
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FB, AC- technology iﬁial fans Main catalogue

Size 350 mm BeHTuAgzGpbLI.PY
FB

for three phase alternating current, 6-6 pole FBO35-SD

Characteristic curve
40

fb035sdk2c6pk801

30

P [Pa]
n
o

Description

Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.05/0.03 kW*

Rated current | ;: 0.10/0.05 A*

Rated speed n,: 860/ 670 min"*

Starting current 1,: 0.27 A/0.09 A

Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, = -40 °C
Max. permitted conveyor temperature taman 70 °C
Electrical connection: Terminal box 0
Number of blades: 4 0 1.000 2.000
Protection class: IP54 qy [m3/h]

Motor protection: Thermal contact

Blades: Aluminium, uncoated

Rotor: Aluminium, uncoated

Conformity: CE

ErP Data

Is not subject to the ErP Guidelines (P,< 125 W)
* Rated data

1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
II-x) Measured in short-bell mouth with compressed side contact protection.

P Connection diagrams Page 608
for airflow direction V.= 1360-108XA
for airflow direction A 1360-108XB

P System components Page 524

Dimensions [mm]

Airflow direction A

Design W - axial bolted, mounting for short
bell mouth E

45 7773¢

@351
378
2420
2440

L-KL-8805-3
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Axial fans Main catalogue FB, AC- technology
10/2012 & BeHTnAgTOPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
u | A n Livas
V] (Al W] [min-] [dB]
FB035-SD_.2C._4P A | 400 ® 0.10* 50* 860
400 ® 0.09 38 920 59
I 400 ® 0.10 38 890 60
400 ® 0.09 34 910 58
Y n 400 0.06 28 790 57
400 ® 0.05 26 760 54 3
“rated data 'c‘g
S
=
Fan ordering information
Airflow direction A Airflow direction V
Design w K =
33
88
s
Type FB035-SDW.2C.A4P FB035-SDK.2C.V4P
Article no. 107068 124157 E
Weight [kg] ~ 4.50 4.80 il

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
= | . 1
= T
[ & — ]
- = = =
A Page 558 A Page 596 ;A Page 591 ;A Page 578

O
[T,

@
€5
g5
@ &
@ E

o

(8]

>
—_
[eKe)
€g

Airflow direction V o§
Design K - axial bolted, mounted for short
bell mouth E
46,
84,43
[l
x
SRR S
c
CJ :
Q.
Q
<

2395
2413

()
7
@351
@369

113
177

L-KL-8807-5

N
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FB, AC- technology iﬁial fans Main catalogue

Size 350 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 6-6 pole FBO35-SD

Characteristic curve

50
)
Gx)
&
O
g
o
Q8
® :
40 \ ==
\
\
\
4 \
..’ \\
\
\
\
30 \
A
\
© \\ |
e \
& \
® A\
Description 20
Motor technology: AC
Rated voltage U,: 3~ 400 V (A/Y) £10 %*
Rated frequency f,: 50 Hz* (60Hz data available) m
Motor input power P,: 0.07/0.04 kW*
Rated current | : 0.17/0.08 A*
Rated speed n,: 880/ 700 min'* 10
Starting current |,: 0.42 A/0.14 A \
Current increase Al: 0 % \
Thermal class: THCL155* Y
Min. permitted conveyor temperature t, = -40 °C \
Max. permitted conveyor temperature taman 70 °C @ @ ‘\ @
Electrical connection: Terminal box 0 ,
Number of blades: 4 0 1.000 2.000 3.000
Protection class: IP54 qy [m¥h]
Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
Blades: Aluminium, uncoated II-x) Measured in short-bell mouth with compressed side contact protection.

Rotor: Aluminium, uncoated

Conformity: CE

ErP Data

Is not subject to the ErP Guidelines (P,< 125 W)
* Rated data

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

50,
|84 43
T

@395
2413

()
7
@351
@369

113
177

L-KL-8807-6
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnAgTOPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min~] [dB]
FB035-SD_.2C.V4S A | 400 ® 0.17* 70* 880
400 ® 0.16 57 920 61
I 400 ® 0.16 58 920 64
400 ® 0.15 54 930 60
Y 1l 400 0.08 39 760 60
400 ® 0.07 37 790 57 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
33
§8
E |
Type FB035-SDK.2C.V4S —
Article no. 210514 %
Weight [kg] ~ 4.80 il

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578

O
'S
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FB, AC- technology ial fans Main catalogue
Size 400 mm 5& BeHTuAgzGpbLI.PY
for single phase alternating current, 4 pole FBO40-4E
Characteristic curve
120
2
100 @ ”
A
\
\
\
\
4 @
”~ \
80 \
\
®N
% 60

Description
Motor technology: AC
Rated voltage U,: 1~ 230 V£10 %* 40
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.20 kW* @

Rated current | ;: 0.94 A*

Rated speed n: 1410 min"**

Current increase Al: 0 % 20
Service capacitor C,,: 4.0 uF

Thermal class: THCL155*

Min. permitted conveyor temperature t, = -25 °C

Max. permitted conveyor temperature taman 70 °C @ @
Electrical connection: Terminal box 0

Number of blades: 4 0 500 1.000 1.500 2.000 2.500 3.000 3.500 4.000
Protection class: IP54 qy [m¥h]

Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

Blades: Aluminium, uncoated II-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, uncoated

Conformity: ErP 2015, CE
ErP Data

Efficiency n,.: 30.4 %
Efficiency: N, ., =41.2/N
* Rated data

**ErP 2015

= 40"

target

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

47
84,159
1
> ;TII‘JNIOI\
DN WD~
oS S
B SINESES

129
193

L-KL-8807-64
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min] [dB]
FB040-4E_.2F._4L | 230* ® 0.94* 200* 1410* 77
230 ® 0.74 150 1450 71
Il 230 ® 0.90 190 1420 69
230 ® 0.76 160 1450 68
1 170 0.94 160 1350 67
170 ® 0.70 120 1410 67
[\ 135 (@) 1.10 140 1210 65 S
135 ® 0.76 100 1340 66 =
\ 110 1.20 130 930 60 1S
110 ® 0.88 95 1220 64 g
*rated data -
Fan ordering information
33
e
Design K s
k
g
o
w

Type FBO040-4EK.2F.V4L
Article no. 160119
Weight [kg]  6.40

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ = controllers 1~ controllers 1~

- @y . g

, - ¥ - »

_ * =
--_ Eti I ;

;A Page 552 A Page 596 ;A Page 587 ;A Page 562

Control System FC
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technology
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FB, AC- technology iﬁial fans Main catalogue

Size 400 mm BeHTuAgzGpbLI.PY

FB

for single phase alternating current, 4 pole FBO40-4E

Characteristic curve

120
S
2
&
&
[}
<
o
100 3
® 2
N
Y
i
: 80
w
£ 60 ®
=4
Description
Motor technology: AC
Rated voltage U,: 1~ 230 V£10 %* 40
Rated frequency f,: 50 Hz*
Motor input power P,: 0.32 kW*
Rated current | ;: 1.50 A*
Rated speed n: 1270 min"**
Starting current I,: 2.60 A 20
Current increase Al: 0 % @ m
Service capacitor C,,: 5.0 uF
Thermal class: THCL155* @ _v v
Min. permitted conveyor temperature temin -25°C \63 @ @
Max. permitted conveyor temperature t, - 40 °C 0 :
Electrical connection: Terminal box 0 1.000 2.000 3.000 4.000 5.000
Number of blades: 4 qy [m¥/h]
Protection class: IP54 I) Measured in full bell mouth without guard grille in installation type A according to ISO 5801,
Motor protection: Thermal contact I-x) Measured in short-bell mouth with compressed side contact protection.

Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated
* Rated data

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
47
4,159
}
)

@

E

@395
@455
Q477

129
193

L-KL-8807-12
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Axial fans Main catalogue
10/2012

Performance data

Type Characteristic
curve

FB040-4E_.2F.V4S |

*rated data

Fan ordering information

Airflow direction V

Design K

Type FB040-4EK.2F.V4S
Article no. 124163

Weight [kg]  6.40

Control technology
Frequency inverter

Voltage Operating Current
point
u I
[Vl [A]
230* ® 1.50*
230 ® 1.25
230 ® 1.35
230 ® 1.25
160 1.40
160 ® 1.35
130 ) 1.15
130 ® 1.10
105 0.91
105 ® 0.90

Motor protection units  Transformer-based

FB, AC- technology

& BeHTuARTOPBI.PY

Motor input Speed Suction side Max. permitted
power sound power  media tem-
level perature

P1 n LWA5 tH

W] [min] [dB] [°C]

320* 1270* 40

250 1360 73

280 1320 73 50

250 1350 72

190 800 61

175 900 63 5

120 570 58 =

115 620 54 £

75 430 =

74 460 -
T
=03
§8
E |
°
=
[e]
N
L
(I,

Electronic voltage

Fcontrol 1~ 1~ controllers 1~ controllers 1~
= % _
- & - x
: Page 552 A Page 596 A Page 587 A Page 562
O
s
2
Eg
g5
@
BE
o
o
>
— D
[SKe)
=
o
x
=
C
Q
Q.
Q.
<
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FB, AC- technology iﬁial fans Main catalogue

Size 400 mm BeHTuAgzGpbLI.PY
FB

for single phase alternating current, 6 pole FBO40-6E

Characteristic curve

60
)
2
Q
()
O
g
[
8
50 I
2
%
: 40
-
£330
o
Description
Motor technology: AC
Rated voltage U,: 1~ 230 V10 %* 20
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.11 kW*
Rated current | ;: 0.50 A*
Rated speed n,: 900 min"* ®
Starting current I,: 0.95 A 10
Current increase Al: 0 %
Service capacitor C,,: 3.0 uF @
Thermal class: THCL155* Vv
Min. permitted conveyor temperature temin -25°C @
Max. permitted conveyor temperature t,__ :70 °C 0
Electrical connection: Terminal box 0 1.000 2.000 3.000
Number of blades: 4 qy [m3/h]
Protection class: IP54 I) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
Motor protection: Thermal contact I-x) Measured in short-bell mouth with compressed side contact protection.

Blades: Aluminium, uncoated

Rotor: Aluminium, uncoated

Conformity: CE

ErP Data

Is not subject to the ErP Guidelines (P,< 125 W)
* Rated data

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

42,
B4 44
T

T WD~
DN
|| | <
B l&&&&

114
178

L-KL-8807-15
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min1] [dB]
FB040-6E_.2C.V4P | 230" ® 0.50* 110* 900*
230 ® 0.42 90 930 64
Il 230 ® 0.44 100 920 65
230 ® 0.42 90 930 61
1 160 0.42 65 810 62
160 ® 0.38 59 860 61
[\ 130 (@) 0.43 51 560 S
130 ® 0.40 49 670 =
\Y 105 0.37 35 390 £
105 ® 0.36 34 450 =
*rated data -
Fan ordering information
33
e
Design K s
k
g
o
w

Type FB040-6EK.2C.V4P
Article no. 124164

Weight [kg]  5.50

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ = controllers 1~ controllers 1~

- @y . g

, - ¥ - »

_ * =
--_ Eti I ;

;A Page 552 A Page 596 ;A Page 587 ;A Page 562

O
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FB, AC- technology ial fans Main catalogue
Size 400 mm BeHTuAgzGpbLI.PY
for single phase alternating current, 6 pole FBO40-6E
Characteristic curve
60
1)
2
$
O
<
g
50 =
AN 2
\
@
4 N\
o
40 AN
N
\
\
\
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% ® \
\
Description
Motor technology: AC I
Rated voltage U: 1~ 230 V10 %" 20 \‘
Rated frequency f,: 50 Hz* (60Hz data available) \
Motor input power P,: 0.13 kW* “
Rated current | ;: 0.60 A* \
Rated speed n,;: 890 min™™* i Y\
Starting current 1,: 0.95 A 10 \
Current increase Al: 0 % @ ‘\
Service capacitor C,,: 3.0 uF v \
Thermal class: THCL155* @ \\
Min. permitted conveyor temperature t, . = -25 °C \ \
Max. permitted conveyor temperature t,__ :70 °C 0 @ @ ©) ® ‘\ @
Electrical connection: Terminal box o 1.000 2.000 3.000 4.000

Number of blades: 4

. Gy [m*/h]
Protection class: IP54 . . I . .
Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

Blades: Aluminium, uncoated 1I-x) Measured in short-bell mouth with compressed side contact protection.

Rotor: Aluminium, uncoated
* Rated data

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

47,
B4 44
T

T WD~
DN
|| | <
B l&&&&

114
178

L-KL-8807-16
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min1] [dB]
FB040-6E_.2C.V4S | 230" ® 0.60* 130 890"
230 ® 0.53 115 920 65
Il 230 ® 0.48 110 900 63
230 ® 0.46 100 910 63
1 160 0.48 72 690 56
160 ® 0.46 69 730 57
[\ 130 (@) 0.43 53 420 50 S
130 ® 0.42 50 500 51 =
\Y 105 0.35 33 340 £
105 ® 0.35 33 360 =
*rated data -
Fan ordering information
33
e
Design K s
k
g
o
w

Type FB040-6EK.2C.V4S
Article no. 124165

Weight [kg]  5.50

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ = controllers 1~ controllers 1~

- @y . g

, - ¥ - »

_ * =
--_ Eti I ;

;A Page 552 A Page 596 ;A Page 587 ;A Page 562
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FB, AC- technology iﬁial fans Main catalogue

Size 400 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 4-4 pole FBO40-VvD

Characteristic curve
120

fb040vdk2¢61k801

100 @ <

80 @

60

P [Pal

Description
Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %* 40

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.18/0.12 kW*

Rated current | : 0.35/0.19 A*

Rated speed n,: 1300/1000 min*

Starting current |,: 1.00 A/ 0.34 A 20

Current increase Al: 5 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, = -40 °C

Max. permitted conveyor temperature taman 70 °C

Electrical connection: Terminal box 0

Number of blades: 4 0 1.000 2.000 3.000 4.000
Protection class: IP54 qy [m¥h]

Motor protection: Thermal contact I) Measured in full bell mouth without guard grille in installation type A according to ISO 5801,

Blades: Aluminium, uncoated II-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, uncoated

Conformity: ErP 2015, CE
ErP Data

Efficiency n,.: 33.8 %
Efficiency: N, ., =45.2/N
* Rated data

**ErP 2015

= 40"

target

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

35,
B4 44
T

T WD~
DN
|| | <
B l&&&&
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min~] [dB]
FB040-VD_2C.V4L A | 400* ® 0.35* 180* 1300*
400 ® 0.28 120 1390 72
Il 400 ® 0.29 150 1350 77
400 ® 0.26 115 1400 68
Y 1l 400 0.18 110 1070 70
400 ® 0.14 88 1190 64

*rated data

Information

Fan ordering information

Airflow direction V

Design K

FE2owlet
ECblue

Type FB040-VDK.2C.V4L
Article no. 124154

Weight [kg]  5.50

FE2owlet

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578
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FB, AC- technology iﬁial fans Main catalogue

Size 400 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 4-4 pole FBO40-VvD

Characteristic curve
100

fb040vdk2c6pk801

80

60

P [Pal

Description 40
Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.24/0.16 kW*

Rated current | : 0.45/0.26 A*

Rated speed n,: 1340/1020 min™"* 20
Starting current |,: 1.30 A/ 0.42 A

Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, = -40 °C

Max. permitted conveyor temperature taman 70 °C

Electrical connection: Terminal box 0
Number of blades: 4 0 1.000 2.000 3.000 4.000 5.000
Protection class: IP54 qy [m¥h]

Motor protection: Thermal contact I) Measured in full bell mouth without guard grille in installation type A according to ISO 5801,

Blades: Aluminium, uncoated II-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, uncoated

Conformity: ErP 2015, CE
ErP Data

Efficiency N, 29.9 %
Efficiency: N, ., =40.5/N
* Rated data

**ErP 2015

= 40"

target

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

42,
B4 44
T

T WD~
DN
|| | <
B l&&&&

114
178

L-KL-8807-9
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
u | A n Livas
[V] [A] W] [min~] [dB]
FB040-VD_.2C.V4P A | 400 ® 0.45* 240 1340
400 ® 0.39 165 1410 73
I 400 ® 0.33 175 1330 74
400 ® 0.31 155 1360 70
Y n 400 0.21 135 980 66
400 ® 0.18 110 1100 65 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
33
88
s
Type FB040-VDK.2C.V4P
Article no. 124155 %
Weight [kg] ~ 5.50 il

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578
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FB, AC- technology iﬁial fans Main catalogue

Size 400 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 4-4 pole FBO40-VvD

Characteristic curve

120
S
2
8
3
°
3
100 %
i
: 80
w
£ 60
=3
Description
Motor technology: AC
Rated voltage U,: 3~ 400 V (A/Y) £10 %* 40

Rated frequency f,: 50 Hz*

Motor input power P,: 0.32/0.23 kW*

Rated current | : 0.66/0.38 A*

Rated speed n,: 1350/1050 min™"*

Starting current 1,: 2.00 A/ 0.65 A 20
Current increase Al: 5 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, = -40 °C

Max. permitted conveyor temperature taman 70 °C

Electrical connection: Terminal box 0 .
Number of blades: 4 0 1.000 2.000 3.000 4.000 5.000
Protection class: IP54 qy [m¥h]

Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

Blades: Aluminium, uncoated II-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, uncoated

Conformity: ErP 2015, CE

ErP Data

Efficiency n,..: 28.8 %

Efficiency: N, =406 /N, =40™

Frequency inverter required

* Rated data

**ErP 2015

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
47
4,159
}
)

@

NN
DN 0|~
E o< ||
[SISIES N

129
193

L-KL-8807-10
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
u | A n Livas
[V] [A] W] [min~] [dB]
FB040-VD_.2F.V4S A | 400 ® 0.63* 320 1350
400 ® 0.55 240 1400 74
I 400 ® 0.50 250 1370 76
400 ® 0.47 220 1390 74
Y n 400 0.30 190 1150 69
400 ® 0.28 170 1190 70 3
“rated data ks
£
o
=
Fan ordering information
Airflow direction V
Design K
So
22
§8
s
Type FB040-VDK.2F.V4S
Article no. 124156 %
Weight [kg] ~ 6.40 il

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578
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FB, AC- technology iﬁial fans Main catalogue

Size 400 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 6-6 pole FBO40-SD

Characteristic curve

50
1)
2
Q
©
O
g
o
38
3
40 =
..;_
30
©
o
&
Description 20
Motor technology: AC
Rated voltage U,: 3~ 400 V (A/Y) £10 %*
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.09/0.06 kW*
Rated current | : 0.23/0.11 A*
Rated speed n,: 900/ 730 min'* 10
Starting current 1,: 0.51 A/0.17 A
Current increase Al: 0 %
Thermal class: THCL155*
Min. permitted conveyor temperature t, = -40 °C
Max. permitted conveyor temperature taman 70 °C \
Electrical connection: Terminal box 0 @ ® \ ®
Number of blades: 4 0 1.000 2.000 3.000
Protection class: IP54 qy [m3/h]
Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
Blades: Aluminium, uncoated I-x) Measured in short-bell mouth with compressed side contact protection.

Rotor: Aluminium, uncoated

Conformity: CE

ErP Data

Is not subject to the ErP Guidelines (P,< 125 W)
* Rated data

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

42,
B4 44
T

T WD~
DN
|| | <
B l&&&&

114
178

L-KL-8807-13
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10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min~] [dB]
FB040-SD_.2C.V4P A | 400 ® 0.23* 90* 900*
400 ® 0.21 70 920 64
I 400 ® 0.21 80 920 62
400 ® 0.20 70 930 62
Y n 400 0.11 54 770 57
400 ® 0.09 48 820 58 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
g
§8
s
Type FB040-SDK.2C.V4P
Article no. 124160 %
Weight [kg] ~ 5.50 il

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578

O
'S
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FB, AC- technology iﬁial fans Main catalogue

Size 400 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 6-6 pole FBO40-SD

Characteristic curve

50
<
(=]
dx)
&
o
<
o
3
<
2
40 =
..;_
30
=
o
E
. ®
Description 20 ®
Motor technology: AC
Rated voltage U,: 3~ 400 V (A/Y) £10 %*
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.12/0.08 kW*
Rated current | : 0.28/0.14 A*
Rated speed n,: 900/ 700 min"* 10
Starting current 1,: 0.66 A/ 0.22 A
Current increase Al: 0 %
Thermal class: THCL155*
Min. permitted conveyor temperature t, = -40 °C
Max. permitted conveyor temperature taman 70 °C @
Electrical connection: Terminal box 0
Number of blades: 4 0 1.000 2.000 3.000 4.000
Protection class: IP54 qy [m3/h]
Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
Blades: Aluminium, uncoated I-x) Measured in short-bell mouth with compressed side contact protection.

Rotor: Aluminium, uncoated

Conformity: CE

ErP Data

Is not subject to the ErP Guidelines (P,< 125 W)
* Rated data

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

47,
B4 44
T

T NN
DN 0|~
E o< ||

[SISIES N

114
178

L-KL-8807-14
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10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min~] [dB]
FB040-SD_.2C.V4S A | 400* ® 0.28* 120* 900*
400 ® 0.26 100 920 65
Il 400 ® 0.27 100 920 64
400 ® 0.26 95 930 63
Y 1l 400 0.12 64 730 58
400 ® 0.12 62 750 58

*rated data

Information

Fan ordering information

Airflow direction V

Design K

FE2owlet
ECblue

Type FB040-SDK.2C.V4S
Article no. 124161

Weight [kg]  5.50

FE2owlet

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578

O
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FB, AC- technology iﬁial fans Main catalogue

Size 450 mm BeHTuAgzGpbLI.PY

FB

for single phase alternating current, 4 pole FBO45-4E

Characteristic curve
160

140

fb0454ek4f61k801

120

100

80

P [Pal

Description

Motor technology: AC

Rated voltage U: 1~ 230 V10 %"

Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.41 kKW*

Rated current | ;: 1.90 A*

Rated speed n,;: 1320 min'* (@)
Starting current |,: 4.40 A

Current increase Al: 0 % 20

Service capacitor C,,: 8.0 uF

Thermal class: THCL155*

Min. permitted conveyor temperature temin -25°C

Max. permitted conveyor temperature t,__ :70 °C 0

Electrical connection: Terminal box 0 2.000
Number of blades: 4 qy [m¥/h]

Protection class: IP54 I) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

Motor protection: Thermal contact I-x) Measured in short-bell mouth with compressed side contact protection.
Blades: Aluminium, uncoated

Rotor: Aluminium, uncoated
Conformity: ErP 2015, CE

ErP Data

Efficiency ng,,: 32.3 %

Efficiency: N_,, =41.7/N_ . = 40"
* Rated data

**ErP 2015

60

40

6.000

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
41
6,69
}
)

@7

§

0445
2515
539

141
205

L-KL-8807-20

www.ziehl-abegg.com

www.vseventilatory.ru | info@vseventilatory.ru



http://vseventilatory.ru/
http://vseventilatory.ru/

Axial fans Main catalogue
10/2012

Performance data

Type Characteristic
curve

FB045-4E_.4F.V4L |

*rated data

Fan ordering information

Airflow direction V

Design K

Type FB045-4EK.4F.V4L
Article no. 124180

Weight [kg]  9.20

Control technology
Frequency inverter

Voltage Operating point

u
N
230
230
230
230
160
160
130
130
105
105

GISICISICIOIOIOISIO)

Motor protection units  Transformer-based

Current

|
(Al

1.90*

1.45
1.55
1.30
1.70
1.25
1.80
1.35
1.80
1.45

FB, AC- technology

& BeHTnARTOPBI.PY

Motor input Speed Suction side

power sound power level

PT n LWAS

W] [min1] [dB]

410* 1320*

300 1400 74

330 1380 72

260 1410 72

260 1240 69

190 1340 71

220 1080 66 s

170 1250 69 =

175 810 58 £

145 1060 66 =
So
22
§8
s
@
H
o
N
L
w

Electronic voltage

Fcontrol 1~ 1~ controllers 1~ controllers 1~
= _
- & — -
;A Page 552 A Page 596 ;A Page 587 ;A Page 562
(&)
I
1]
Eg
25
w
AE
o
o
>
— D
[eXe]
=
o
x
B
c
Q
Q.
Q.
<
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FB, AC- technology iﬁial fans Main catalogue

Size 450 mm BeHTuAgzGpbLI.PY

FB

for single phase alternating current, 4 pole FBO45-4E

Characteristic curve

140
@ g
A <
Q.
o
3
120 3
3
100
80
£
g
. 60
Description
Motor technology: AC
Rated voltage U: 1~ 230 V10 %"
Rated frequency f,: 50 Hz* (60Hz data available) 40 @
Motor input power P,: 0.39 kW*
Rated current | ;: 1.80 A* v
Rated speed n;: 1320 min"**
Starting current |,: 4.40 A
Current increase Al: 10 % 20 v
Service capacitor C,,: 8.0 uF
Thermal class: THCL155* |
Min. permitted conveyor temperature temin -25°C \
Max. permitted conveyor temperature t,__ :70 °C 0 & ENO) © ® \
Electrical connection: Terminal box 0 2.000 4.000 6.000
Number of blades: 4 ay [m/h]

Protection class: IP54

Motor protection: Thermal contact
Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated
Conformity: ErP 2015, CE

1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
II-x) Measured in short-bell mouth with compressed side contact protection.

ErP Data
Efficiency n . 29.5 %
Efficiency: N_ _ =40.0/N___ =40"*

actual target

Frequency inverter required
* Rated data

**ErP 2015
P Connection diagram 1360-104XA Page 608
P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
48
6,69
}
)

@7

§

0445
2515
539

141
205

L-KL-8807-21

www.ziehl-abegg.com

www.vseventilatory.ru | info@vseventilatory.ru


http://vseventilatory.ru/
http://vseventilatory.ru/

Axial fans Main catalogue
10/2012

Performance data

Type Characteristic
curve

FB045-4E_.4F.V4P |

*rated data

Fan ordering information

Voltage

u
N
230
230
230
230
160
160
130
130
105
105

Operating point

GISICISICIOIOIOISIO)

Current

|
(Al

2.10*

1.60
1.80
1.50
1.90
1.55
1.95
1.70
1.75
1.65

FB, AC- technology

& BeHTnARTOPBI.PY

Motor input Speed Suction side
power sound power level
P1 n LWAS

W] [min1] [dB]

480* 1320*

340 1390 77

390 1320 73

330 1360 73

300 1120 70

240 1220 70

250 850 64

210 1050 66

170 690 57

160 810 60

Airflow direction V

Design K

Type FB045-4EK.4F.V4P
Article no. 209023
Weight [kg]  9.20

Control technology
Frequency inverter
Fcontrol 1~

;A Page 552

www.ziehl-abegg.com

Motor protection units  Transformer-based

1~
»
= 5

oy !

A Page 596

controllers 1~

S
;A Page 587

Electronic voltage

controllers 1~

Bansinl P

;A Page 562

N
Ty

Information
ECblue

FE2owlet

FE2owlet

Control System FC
components

technology
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FB, AC- technology iﬁial fans Main catalogue

Size 450 mm BeHTuAgzGpbLI.PY
FB

for single phase alternating current, 4 pole FBO45-4E

Characteristic curve

140
)
2
8
3
120 3
<
8
100
80
g
g
o 60
Description
Motor technology: AC
Rated voltage U: 1~ 230 V10 %"
Rated frequency f,: 50 Hz* (60Hz data available) 40
Motor input power P,: 0.58 kW*
Rated current | ;: 2.50 A* @ \
Rated speed n,;: 1260 min'* Y
Starting current I,: 5.00 A \
Current increase Al: 0 % 20 ‘\
Service capacitor G, 10.0 uF v \
Thermal class: THCL155* '
Min. permitted conveyor temperature temin -25°C @ @ \ @
Max. permitted conveyor temperature t,__ :70 °C 0 :
Electrical connection: Terminal box 0 2.000 4.000 6.000 8.000
Number of blades: 4 ay [m/h]

Protection class: IP54

Motor protection: Thermal contact
Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated
Conformity: ErP 2013, CE

1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
II-x) Measured in short-bell mouth with compressed side contact protection.

ErP Data
Efficiency ng,,.: 26.1 %
Efficiency: N_, _ =36.0/N___ =36

actual target

Frequency inverter required
* Rated data

**ErP 2013
P Connection diagram 1360-104XA Page 608
P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
54
6,86
}
)

@7

§

0445
2515
539

161
225
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnART®OpPBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min1] [dB]
FB045-4E_.41.V4S | 230* ® 2.40* 570* 1270*
230 ® 2.00 440 1350 80
Il 230 ® 2.10 480 1330 77
230 ® 1.95 430 1360 77
1 160 2.40 370 1110 75
160 ® 2.20 340 1170 73
[\ 130 (@) 2.40 290 880 65 S
130 ® 2.30 280 960 68 =
\Y 105 2.20 210 660 57 £
105 ® 2.10 200 720 60 g
*rated data -
Fan ordering information
33
38
Design K s
k
g
o
w

Type FB045-4EK.41.V4S
Article no. 124181

Weight [kg] ~ 11.00

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ = controllers 1~ controllers 1~

- @y . g

, - ¥ - »

_ * =
--_ Eti I ;

;A Page 552 A Page 596 ;A Page 587 ;A Page 562

O
'S
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FB, AC- technology iﬁial fans Main catalogue

Size 450 mm BeHTuAgzGpbLI.PY

FB

for single phase alternating current, 6 pole FBO45-6E

Characteristic curve
50

97186/97369

40

30

Py [Pa]

Description 20

Motor technology: AC @)
Rated voltage U: 1~ 230 V10 %"

Rated frequency f,: 50 Hz*

Motor input power P,: 0.13 kW*

Rated current | ;: 0.58 A*

Rated speed n: 880 min'* 10 @)

Current increase Al: 0 %

Service capacitor C, - 4.0 uF

Thermal class: THCL155*

Min. permitted conveyor temperature t, = -25 °C

Max. permitted conveyor temperature t; 70 °C @ ©) (® ‘\@
Electrical connection: Terminal box 0
Number of blades: 4 0 1.000 2.000 3.000 4.000
Protection class: IP54 qy [m¥h]

Motor protection: Thermal contact I) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

Blades: Aluminium, 1 coat paint, black II-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, 1 coat paint, black

Conformity: CE

ErP Data

Is not subject to the ErP Guidelines (P,< 125 W)
* Rated data

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
48
6, 48
}
)

@7

§

0445
2515
539

126
190
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnART®OpPBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min-1] [dB]
FB045-6E_.2C._4P | 230* ® 0.58* 130 870" 68
230 ® 0.48 110 920 63
Il 230 ® 0.58 130 870 66
230 ® 0.50 110 910 66
1 170 0.56 95 730 62
170 ® 0.48 80 830 64
[\ 135 (@) 0.52 70 540 54 S
135 ® 0.48 65 680 59 =
\Y 110 0.46 48 390 46 £
110 ® 0.44 48 510 52 g

*rated data

Fan ordering information

Airflow direction V

Design K

FE2owlet
ECblue

FE2owlet

Type FB045-6EK.2C.V4P
Article no. 160121

Weight [kg]  4.00

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ = controllers 1~ controllers 1~

b
5 - s o i
A Page 552 A Page 596 A Page 587 A Page 562

System FC
technology components

Control
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FB, AC- technology iﬁial fans Main catalogue

Size 450 mm BeHTuAgzGpbLI.PY
FB

for single phase alternating current, 6 pole FBO45-6E

Characteristic curve

60
8
2
Q
kst
§
&
50 g
Q2
40
©
£ 30
<
Description
Motor technology: AC
Rated voltage U: 1~ 230 V10 %" 20
Rated frequency f,: 50 Hz*
Motor input power P,: 0.20 kW*
Rated current |,: 0.88 A* @
Rated speed n,: 910 min"* v
Starting current I,: 1.70 A 10
Current increase Al: 0 % @
Service capacitor C,,: 5.0 uF v
Thermal class: THCL155* \
Min. permitted conveyor temperature temin -25°C \
Max. permitted conveyor temperature t,__ :70 °C 0 @ @ ©) @ @ '
Electrical connection: Terminal box
0 1.000 2.000 3.000 4.000
Number of blades: 4 mh
Qy tm

Protection class: IP54

Motor protection: Thermal contact
Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated

* Rated data

1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
II-x) Measured in short-bell mouth with compressed side contact protection.

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
48
6, 48
}
)

@7

§

0445
2515
539

126
190

L-KL-8807-27
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnART®OpPBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min1] [dB]
FB045-6E_.4C.V4P | 230" ® 0.90* 190* 850"
230 ® 0.73 145 910 67
Il 230 ® 0.75 155 910 66
230 ® 0.69 135 930 65
1 160 0.74 110 780 60
160 ® 0.64 94 830 62
[\ 130 (@) 0.74 83 540 54 S
130 ® 0.68 80 670 57 =
\ 105 0.62 56 380 1S
105 ® 0.61 55 460 =
*rated data -
Fan ordering information
33
e
Design K s
k
g
o
w

Type FB045-6EK.4C.V4P
Article no. 124183

Weight [kg]  7.70

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage

Fcontrol 1~ 1~ controllers 1~ controllers 1~

- @y . g

, - ¥ - »

_ * =
--_ Eti I ;

;A Page 552 A Page 596 ;A Page 587 ;A Page 562
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technology components

Control
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FB, AC- technology iﬁial fans Main catalogue

Size 450 mm BeHTuAgzGpbLI.PY

FB

for single phase alternating current, 6 pole FBO45-6E

Characteristic curve
80

fb0456 ekaf6s k804

60

P [Pa]
IS
S

Description

Motor technology: AC

Rated voltage U: 1~ 230 V10 %"

Rated frequency f,: 50 Hz*

Motor input power P,: 0.26 kW*

Rated current I,: 1.20 A* 20 @)
Rated speed n,: 920 min"*

Starting current 1,: 2.20 A

Current increase Al: 0 %

Service capacitor C,,: 8.0 uF

Thermal class: THCL155* \%
Min. permitted conveyor temperature temin -25°C

Max. permitted conveyor temperature t,__ :70 °C @
Electrical connection: Terminal box
Number of blades: 4

Protection class: IP54

Motor protection: Thermal contact
Blades: Aluminium, uncoated

Rotor: Aluminium, uncoated

* Rated data

0 1.000 2.000 3.000 4.000 5.000
qy [m*/h]

1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
II-x) Measured in short-bell mouth with compressed side contact protection.

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
54
6,69
}
)

@7

§

0445
2515
539

141
205

L-KL-8807-28
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnART®OpPBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min-1] [dB]
FB045-6E_.4F.V4S | 230* ® jiE255 280" 870"
230 ® 0.96 210 930 71
Il 230 ® 0.92 200 940 69
230 ® 0.87 190 950 67
1 160 0.94 145 850 66
160 ® 0.85 130 880 64
[\ 130 (@) 1.00 120 660 59 S
130 ® 0.93 115 740 59 =
\Y 105 0.90 83 450 £
105 ® 0.89 82 490 =
*rated data -
Fan ordering information
33
e
Design K s
k
g
o
w

Type FB045-6EK.4F.V4S
Article no. 124184
Weight [kg]  9.20

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ = controllers 1~ controllers 1~

- @y . g

, - ¥ - »

_ * =
--_ Eti I ;

;A Page 552 A Page 596 ;A Page 587 ;A Page 562

System FC
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FB, AC- technology iﬁial fans Main catalogue

Size 450 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 4-4 pole FBO45-vD

Characteristic curve

180
)
2
©
3
160 <
>
2
g
140
120
100
T
a,
&
80
Description
Motor technology: AC
Rated voltage U,: 3~ 400 V (A/Y) £10 %* 60
Rated frequency f,: 50 Hz*
Motor input power P,: 0.43/0.33 kW*
Rated current | : 0.79/0.53 A* 40
Rated speed n,: 1370/1030 min™"*
Starting current |,: 3.10 A/1.80 A
Current increase Al: 20 %
Thermal class: THCL155* 20
Min. permitted conveyor temperature t, = -40 °C
Max. permitted conveyor temperature taman 55 °C
Electrical connection: Terminal box 0
Number of blades: 4 0 2.000 6.000
Protection class: IP54 qy [m¥/h]
Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
Blades: Aluminium, uncoated I-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, uncoated
Conformity: ErP 2015, CE
ErP Data
Efficiency ng,.: 36.6 %
Efficiency: N, =45.6 /N, = 40"
* Rated data
**ErP 2015
P Connection diagram 1360-108XA Page 608
P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
41
6, 48
}
)

@7

§

0445
2515
539

126
190

L-KL-8807-17
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Axial fans Main catalogue
10/2012

Performance data

Type Connection

FB045-VD_.4C.V4L A

*rated data

Fan ordering information

Characteris-
tic curve

Voltage

V]
400*
400
400
400
400
400

Operating
point

PRE®EE

Current

(Al
0.79*
0.60
0.61
0.52
0.39
0.28

Motor input
power

W]
430*
240
300
210
240
165

Speed

[minT]
1370*
1435
1400
1440
1180
1310

FB, AC- technology

& BeHTnARTOPBI.PY

Suction side
sound power
level

LWA5

[dB]

Max.
permitted
media tem-
perature

tR

[°C]

55

70

Airflow direction V

Design K

Type FB045-VDK.4C.V4L
Article no. 124166

Weight [kg] 7.70

Control technology
Frequency inverter
Fcontrol 3~

A Page 558

www.ziehl-abegg.com

Motor protection units

SN
"
= &

oy !

A Page 596

Transformer-based
controllers 3~

=
1
—=

A Page 591

Electronic voltage
controllers 3~

A Page 578

Information
ECblue

FE2owlet

FE2owlet
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FB, AC- technology iﬁial fans Main catalogue

Size 450 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 4-4 pole FBO45-vD

Characteristic curve
160

140 \@

120 .

fb0454 dk4c6pk801

100

py [Pal
e ]
o

Description
Motor technology: AC
Rated voltage U,: 3~ 400 V (A/Y) £10 %*
Rated frequency f,: 50 Hz*

Motor input power P,: 0.45/0.34 kW*
Rated current | : 0.81/0.55 A*

Rated speed n,: 1360/1040 min™*
Starting current |,: 3.00 A/1.00 A
Current increase Al: 20 % 20
Thermal class: THCL155*

Min. permitted conveyor temperature t, = -40 °C

Max. permitted conveyor temperature taman 60 °C

Electrical connection: Terminal box 0
Number of blades: 4 0 2.000 4.000 6.000 8.000
Protection class: IP54 ay [m/h]

Motor protection: Thermal contact
Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated
Conformity: ErP 2015, CE
ErP Data

Efficiency n,..: 31.4 %
Efficiency: N, ., =40.1/N
* Rated data

**ErP 2015

60

40

1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
II-x) Measured in short-bell mouth with compressed side contact protection.

= 40"

target

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
48
6, 48
}
)

@7

§

0445
2515
539

126
190

L-KL-8807-18
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Axial fans Main catalogue
10/2012

Performance data

Type Connection

FB045-VD_.4C.V4P A

*rated data

Fan ordering information

Characteris-
tic curve

Voltage

V]
400*
400
400
400
400
400

Operating
point

PRE®EE

Current

(Al
0.81*
0.60
0.69
0.60
0.48
0.41

Motor input
power

W]
450*
300
380
300
280
250

Speed

[minT]
1360*
1400
1370
1400
1070
1180

FB, AC- technology

& BeHTnARTOPBI.PY

Suction side
sound power
level

LWA5

[dB]

79
75
74
69
70

Max.
permitted
media tem-
perature

tR

[°C]

60

70

Airflow direction V

Design K

Type FB045-VDK.4C.V4P
Article no. 210540

Weight [kg] 7.70

Control technology
Frequency inverter
Fcontrol 3~

A Page 558

www.ziehl-abegg.com

Motor protection units

SN
"
= &

oy !

A Page 596

Transformer-based
controllers 3~

=
1
—=

A Page 591

Electronic voltage
controllers 3~

A Page 578

Information
ECblue

FE2owlet

FE2owlet
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Control
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FB, AC- technology iﬁial fans Main catalogue

Size 450 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 4-4 pole FBO45-vD

Characteristic curve
140

120

fb0454 dkaf6s k801

100

80

py [Pal

60
Description
Motor technology: AC
Rated voltage U,: 3~ 400 V (A/Y) £10 %*
Rated frequency f,: 50 Hz*
Motor input power P,: 0.63/0.43 kW*
Rated current | 1.10/0.70 A*
Rated speed n;: 1330/ 970 min"*
Starting current |,: 4.00 A/1.20 A
Current increase Al: 10 %
Thermal class: THCL155*
Min. permitted conveyor temperature t, = -40 °C
Max. permitted conveyor temperature taman 55 °C
Electrical connection: Terminal box 0
Number of blades: 4 0 2.000 4.000 6.000 8.000
Protection class: IP54 ay [m/h]
Motor protection: Thermal contact
Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated
Conformity: ErP 2015, CE
ErP Data
Efficiency n,..: 32.0 %
Efficiency: N, ., =40.0/N
* Rated data
**ErP 2015

40

20

1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
II-x) Measured in short-bell mouth with compressed side contact protection.

= 40"

target

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
54
6,69
}
)

@7

§

0445
2515
539

141
205

L-KL-8807-19
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Axial fans Main catalogue
10/2012

Performance data

Type Connection

FB045-VD_.4F.V4S A

*rated data

Fan ordering information

Characteris-
tic curve

Voltage

V]
400*
400
400
400
400
400

Operating
point

PRE®EE

Current

(Al
1.10*
0.90
0.92
0.86
0.59
0.54

Motor input
power

W]
630"
430
460
410
340
310

Speed

[minT]
1330*
1380
1370
1390
1100
1160

FB, AC- technology

& BeHTnARTOPBI.PY

Suction side
sound power
level

LWA5

[dB]

Max.
permitted
media tem-
perature

tR

[°C]

55

70

Airflow direction V

Design K

Type FB045-VDK.4F.V4S
Article no. 124167

Weight [kg] 9.20

Control technology
Frequency inverter
Fcontrol 3~

A Page 558

www.ziehl-abegg.com

Motor protection units

SN
"
= &

oy !

A Page 596

Transformer-based
controllers 3~

=
1
—=

A Page 591

Electronic voltage
controllers 3~

A Page 578

Information
ECblue

FE2owlet

FE2owlet

O
'S
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FB, AC- technology iﬁial fans Main catalogue

Size 450 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 6-6 pole FBO45-SD

Characteristic curve

80
)
® g
o
AY o
\\ %
\
\ 2
\ =]
\
\
60
g
L 40
s
o

Description

Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.15/0.10 kW*

Rated current |,;: 0.45/0.23 A* 20
Rated speed n,: 920/ 730 min"*

Starting current |,: 1.20 A/ 0.36 A

Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, = -40 °C

Max. permitted conveyor temperature taman 70 °C

Electrical connection: Terminal box 0
Number of blades: 4

Protection class: IP54

Motor protection: Thermal contact
Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated
Conformity: ErP 2015, CE

0 1.000 2.000
qy [m¥/h]
1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
1I-x) Measured in short-bell mouth with compressed side contact protection.

4.000

ErP Data

Efficiency n,..: 28.1 %

Efficiency: N, =40.0/N__, = 40"

* Rated data

**ErP 2015

P Connection diagram 1360-108XA Page 608
P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
41
6, 48
}
)

@7

§

0445
2515
539

126
190
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnART®OpPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min~] [dB]
FB045-SD_.4C.V4L A | 400 ® 0.45* 150* 920*
400 ® 0.45 115 960 69
I 400 ® 0.45 130 650 63
400 ® 0.44 105 970 62
Y 1l 400 0.19 86 850 60
400 ® 0.17 65 910 61 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
g
§8
s
Type FB045-SDK.4C.V4L
Article no. 124177 %
Weight [kg] ~ 7.70 @

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578

Control System FC
components

technology
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FB, AC- technology iﬁial fans Main catalogue

Size 450 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 6-6 pole FBO45-SD

Characteristic curve
80

fb045sdkacép k801

60

P [Pa]
IS
S

Description

Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.19/0.13 kW*

Rated current I,: 0.53/0.28 A* 20
Rated speed n,: 920/ 750 min"*

Starting current |,: 1.50 A/ 0.46 A
Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, .
Max. permitted conveyor temperature t
Electrical connection: Terminal box
Numbe.r of blades: 4 0 1.000 2.000 3.000 4.000 5.000
Protection class: IP54

3
Motor protection: Thermal contact ay [m/h]
Blades: Aluminium, uncoated 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

II-x) Measured in short-bell mouth with compressed side contact protection.

) -40 °C
: 70 °C

R(max]

Rotor: Aluminium, uncoated
Conformity: ErP 2013, CE

ErP Data

Efficiency n,..: 24.7 %

Efficiency: N, =36.1/N_ =36

* Rated data

**ErP 2013

P Connection diagram 1360-108XA Page 608
P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
48
6, 48
}
)

@7

§

0445
2515
539

126
190
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnART®OpPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min~] [dB]
FB045-SD_.4C.V4P A | 400 ® 0.53* 190* 920*
400 ® 0.46 130 950 69
I 400 ® 0.49 150 940 65
400 ® 0.48 130 950 64
Y n 400 0.22 100 820 62
400 ® 0.20 85 860 62 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K n
33
88
s
Type FB045-SDK.4C.V4P
Article no. 209092 %
Weight [kg] ~ 7.70 @

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578

O
'S
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FB, AC- technology iﬁial fans Main catalogue

Size 450 mm BeHTuAgzGpbLI.PY
FB

for three phase alternating current, 6-6 pole FBO45-SD

Characteristic curve
80

fb0456 dk4c6s k801

60

P [Pa]
IS
S

Description

Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.23/0.14 kW*

Rated current I,: 0.56/0.30 A* 20
Rated speed n,: 885/ 600 min"*

Starting current |,: 1.50 A/ 0.46 A
Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, .
Max. permitted conveyor temperature t
Electrical connection: Terminal box
Number of blades: 4

Protection class: IP54

Motor protection: Thermal contact
Blades: Aluminium, uncoated

Rotor: Aluminium, uncoated

* Rated data

) -40 °C
: 70 °C

R(max]

0 1.000 2.000 3.000 4.000 5.000
qy [m*/h]

1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
II-x) Measured in short-bell mouth with compressed side contact protection.

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
54
6, 48
}
)

@7

§

0445
2515
539
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnART®OpPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min~] [dB]
FB045-SD_.4C.V4S A | 400 ® 0.56* 230 885
400 ® 0.50 160 930 71
I 400 ® 0.53 180 910 71
400 ® 0.51 165 930 67
Y n 400 0.25 115 740 66
400 ® 0.23 105 770 63 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
g
§8
s
Type FB045-SDK.4C.V4S
Article no. 121958 %
Weight [kg] ~ 7.70 @

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578
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FB, AC- technology iﬁial fans Main catalogue

Size 450 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 8-8 pole FBO45-AD

Characteristic curve
40

fb045adk4c6pk802

30

P [Pa]
n
o

Description

Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.07/0.05 kW*

Rated current | ;: 0.17/0.09 A*

Rated speed n: 660/510 min™"*

Starting current 1,: 0.42 A/0.13 A

Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, = -40 °C
Max. permitted conveyor temperature taman 70 °C
Electrical connection: Terminal box 0
Number of blades: 4 0 1.000 2.000 3.000
Protection class: IP54 qy [m¥h]

Motor protection: Thermal contact I) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

Blades: Aluminium, uncoated II-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, uncoated

Conformity: CE

ErP Data

Is not subject to the ErP Guidelines (P,< 125 W)
* Rated data

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
48
6, 48
}
)

@7

§

0445
2515
539
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnART®OpPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
u | A n Livas
[V] [A] W] [min~] [dB]
FB045-AD_.4C.V4P A | 400 ® 0.17* 73* 660*
400 ® 0.14 44 710 61
I 400 ® 0.16 63 680 57
400 ® 0.15 56 690 56
Y n 400 0.08 45 520 52
400 ® 0.07 36 590 53 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
g
88
s
Type FB045-ADK.4C.V4P
Article no. 124179 %
Weight [kg] ~ 7.70 @

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578
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FB, AC- technology iﬁial fans Main catalogue

Size 500 mm BeHTuAgzGpbLI.PY

FB

for single phase alternating current, 4 pole FBO50-4E

Characteristic curve

160
)
2
@, :
140 M T
R
g
120
100 ®
©
& g0
g
Description
Motor technology: AC 60
Rated voltage U: 1~ 230 V10 %"
Rated frequency f,: 50 Hz*
Motor input power P,: 0.57 kW* 2
Rated current | : 2.50 A* @) v
Rated speed n;: 1240 min"**
Starting current |,: 4.60 A
Current increase Al: 0 % 20
Service capacitor G, 10.0 uF \%
Thermal class: THCL155*
Min. permitted conveyor temperature temin -25°C @
Max. permitted conveyor temperature t, - 60 °C 0
Electrical connection: Terminal box 0 2.000 4.000 6.000 8.000
Number of blades: 4 ay [m/h]

Protection class: IP54

Motor protection: Thermal contact
Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated
Conformity: ErP 2015, CE

1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
II-x) Measured in short-bell mouth with compressed side contact protection.

ErP Data
Efficiency ng,,: 31.0 %
Efficiency: N =411/N__, =40"

actual target

Frequency inverter required
* Rated data

**ErP 2015
P Connection diagram 1360-104XA Page 608
P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
42
7,68
}
)

@7

§

2497
2565
@590

141
205

L-KL-8807-33
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Performance data

Type Characteristic
curve

FB050-4E_.4F.V4L |

*rated data

Fan ordering information

Airflow direction V

Design K

Type FB050-4EK.4F.V4L
Article no. 107779

Weight [kg] 9.50

Control technology
Frequency inverter

Voltage Operating Current
point
u I
[Vl [A]
230* ® 2.50*
230 ® 1.80
230 ® 2.20
230 ® 1.75
160 2.30
160 ® 1.80
130 ® 2.20
130 ® 1.90
105 1.90
105 ® 1.80

Motor protection units  Transformer-based

FB, AC- technology

& BeHTnARTOPBI.PY

Motor input Speed Suction side Max. permitted
power sound power  media tem-
level perature

P1 n LWA5 tH

W] [min~] [dB] [°C]

570 1240 60

380 1360 75

490 1300 75 70

390 1370 76

350 1060 70

290 1220 73 3

270 810 64 =

240 1050 69 £

190 610 57 =

180 790 62 -
So
22
§8
s
k
H
o
N
w
w

Electronic voltage

Fcontrol 1~ 1~ controllers 1~ controllers 1~
= % _
- & - x
: Page 552 A Page 596 A Page 587 A Page 562
O
s
2
Eg
g5
@
BE
o
o
>
— D
[SKe)
=
o
x
=
C
Q
Q.
Q.
<
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FB, AC- technology iﬁial fans Main catalogue

Size 500 mm BeHTuAgzGpbLI.PY

FB

for single phase alternating current, 4 pole FBO50-4E

Characteristic curve
160

140

97513/97515

120

100

80

P [Pal

Description

Motor technology: AC

Rated voltage U: 1~ 230 V10 %"
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.45 kW*

Rated current | : 2.10 A*

Rated speed n: 1300 min"** @
Current increase Al: 10 %

Service capacitor C,: 8.0 uF 20

Thermal class: THCL155*

Min. permitted conveyor temperature t, .
Max. permitted conveyor temperature t

60

40

) -25°C
Amay” 70 °C

Electrical connection: Terminal box 0 .
Number of blades: 4 0 2.000 4.000 6.000 8.000
Protection class: IP54 qy [m¥h]

Motor protection: Thermal contact I) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

Blades: Aluminium, uncoated II-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, uncoated

Conformity: ErP 2015, CE
ErP Data

Efficiency n,..: 35.5 %
Efficiency: N, ., =44.2/N
* Rated data

**ErP 2015

= 40"

target

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
42
7,88
}
)

@7

§

2497
2565
@590

161
225

L-KL-8807-65
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min] [dB]
FB050-4E_.41.V4L | 230* ® 2.20* 460 1290* 81
230 ® 1.40 300 1390 79
Il 230 ® 1.95 420 1320 75
230 ® 1.45 310 1380 73
1 170 2.20 350 1130 72
170 ® 1.60 260 1290 73
[\ 135 (@) 2.20 270 860 65 S
135 ® 1.75 220 1110 69 =
\Y 110 1.95 190 640 59 £
110 ® 1.80 180 860 63 g
*rated data -
Fan ordering information
33
38
Design K s
k
g
o
w

Type FBO050-4EK.41.V4L
Article no. 160135
Weight [kg]  12.00

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ = controllers 1~ controllers 1~

- @y . g

, - ¥ - »

_ * =
--_ Eti I ;

;A Page 552 A Page 596 ;A Page 587 ;A Page 562
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Size 500 mm BeHTuAgzGpbLI.PY

FB

for single phase alternating current, 6 pole FBOS50-6E

Characteristic curve
80

fb0506 ek4c61k8 03

60

Py [Pa]
IS
S

Description

Motor technology: AC

Rated voltage U: 1~ 230 V10 %"

Rated frequency f,: 50 Hz*

Motor input power P,: 0.21 kW*

Rated current I,: 0.95 A* 20

Rated speed n,: 850 min"*

Starting current I,: 1.70 A

Current increase Al: 5 % @)
Service capacitor C, . : 5.0 uF

400V*

Thermal class: THCL155* v
Min. permitted conveyor temperature temin -25°C \
Max. permitted conveyor temperature t,__ :70 °C @® @ ® ®\ @\
Electrical connection: Terminal box

0 1.000 2.000 3.000 4.000 5.000
Number of blades: 4

3
Protection class: IP54 qy [m?/hl
Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

II-x) Measured in short-bell mouth with compressed side contact protection.

Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated
Conformity: ErP 2013, CE

ErP Data

Efficiency ng,.: 25.9 %

Efficiency: N, =37.0/N_ . =36

* Rated data

**ErP 2013

P Connection diagram 1360-104XA Page 608
P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

42
97,50
!

g

123
187

2497
2565
@590

L-KL-8807-38
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10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min1] [dB]
FB050-6E_.4C.V4L | 230" ® 0.96* 200" 820"
230 ® 0.77 160 900 64
Il 230 ® 0.83 175 880 66
230 ® 0.71 145 920 65
1 160 0.85 125 630 56
160 ® 0.69 105 800 62
[\ 130 (@) 0.76 85 420 57 S
130 ® 0.71 82 590 56 =
\ 105 0.62 56 320 1S
105 ® 0.61 55 410 =

*rated data

Fan ordering information

Airflow direction V

Design K

FE2owlet
ECblue

FE2owlet

Type FB050-6EK.4C.V4L
Article no. 124189

Weight [kg]  8.10

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ = controllers 1~ controllers 1~

- @y . g

, - ¥ - »

_ * =
--_ Eti I ;

;A Page 552 A Page 596 ;A Page 587 ;A Page 562
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FB, AC- technology iﬁial fans Main catalogue

Size 500 mm BeHTuAgzGpbLI.PY

FB

for single phase alternating current, 6 pole FBOS50-6E

Characteristic curve
80

fb0506 ekaf 6pk80 7

60

Py [Pa]
IS
S

Description
Motor technology: AC

Rated voltage U: 1~ 230 V10 %"

Rated frequency f,: 50 Hz*

Motor input power P,: 0.29 kW*

Rated current I,: 1.30 A* 20

Rated speed n,: 920 min"* @
Starting current 1,: 2.20 A

Current increase Al: 0 %

Service capacitor C,,: 8.0 uF
Thermal class: THCL155*

Min. permitted conveyor temperature t_ . - -25 °C \
Max. permitted conveyor temperature ?;(mix): 70 °C 0 @ @ ©) ® @ \
Electrical connection: Terminal box

Number of blades: 4 0 1.000 2.000 3.000 4.000 5.000 6.000

3
Protection class: IP54 qy [m?/hl
Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

II-x) Measured in short-bell mouth with compressed side contact protection.

Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated
Conformity: ErP 2013, CE

ErP Data

Efficiency n . 27.1 %

Efficiency: N, =37.4/N__ =36

* Rated data

**ErP 2013

P Connection diagram 1360-104XA Page 608
P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
46
7,68
}
)

@7

§

2497
2565
@590
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10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min-1] [dB]
FB050-6E_.4F.V4P | 230" ® jiE255 280" 870"
230 ® 0.96 210 930 69
Il 230 ® 1.05 230 910 69
230 ® 0.92 200 930 68
1 160 1.15 170 740 63
160 ® 0.96 145 830 65
[\ 130 (@) 1.10 125 490 57 S
130 ® 1.05 120 630 58 =
\ 105 0.90 83 370 1S
105 ® 0.89 82 440 =
*rated data -
Fan ordering information
33
e
Design K s
k
g
o
w

Type FB050-6EK.4F.V4P
Article no. 124190

Weight [kg]  9.50

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ = controllers 1~ controllers 1~

- @y . g

, - ¥ - »

_ * =
--_ Eti I ;

;A Page 552 A Page 596 ;A Page 587 ;A Page 562
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FB, AC- technology
Size 500 mm

iﬁial fans Main catalogue

BeHTuAgzGpbLI.PY
for single phase alternating current, 6 pole

FBOS0O-BE

Characteristic curve
80

3
- g
@ "7 8
N 3
\ (7]
® £
Y 3
\
\
60 \
\
\
\
\
\
v
\
\
® \
= \
& \
2 40 '
o \
Il \
Description
Motor technology: AC
Rated voltage U: 1~ 230 V10 %"

\
\
\
\
\
Rated frequency f,: 50 Hz*
Motor input power P,: 0.29 kW*
Rated current | : 1.35 A*
Rated speed n,: 850 min"*
Starting current 1,: 2.20 A
Current increase Al: 0 %

20

Service capacitor C

\
\
\
\
n \
@ \
400v° 8.0 uF 1
Thermal class: THCL155* v \
Min. permitted conveyor temperature temin -25°C \Y '
Max. permitted conveyor temperature t, - 65 °C 0 ® @ ®
Electrical connection: Terminal box
Number of blades: 4
Protection class: IP54

0

® 0
2.000 4.000 6.000 8.000
qy [m*/h]
Motor protection: Thermal contact
Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated

1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
* Rated data

II-x) Measured in short-bell mouth with compressed side contact protection.

P Connection diagram

1360-104XA Page 608
W System components

Page 524

Dimensions [mm]
Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

@7

54
7,68
!
)

N~ o
2N QD
E <0 B| O
[SESIESES

141
205
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Performance data

Type Characteristic
curve

FBO50-6E_.4F.V4S |

*rated data

Fan ordering information

Airflow direction V

Design K

Type FB050-6EK.4F.V4S
Article no. 124191

Weight [kg] 9.50

Control technology
Frequency inverter
Fcontrol 1~

;A Page 552

www.ziehl-abegg.com

Voltage Operating Current
point
u I
[Vl [A]
230* ® 1.35*
230 ® 1.15
230 ® 1.20
230 ® 1.10
160 1.30
160 ® 1.25
130 ® 1.10
130 ® 1.10
105 0.91
105 ® 0.90

Motor protection units  Transformer-based

1~ controllers 1~
= 5

¥

8 -
=
A Page 596 A Page 587

FB, AC- technology

& BeHTnARTOPBI.PY

Motor input Speed Suction side Max. permitted
power sound power  media tem-
level perature

P1 n LWA5 tH

W] [min~] [dB] [°C]

290* 850* 65

250 900 72

270 880 70 70

240 910 70

190 570 59

180 670 62 5

130 410 55) =

125 460 55 £

83 280 =

82 340 -
So
22
88
s
k
H
o
N
i
w

Electronic voltage
controllers 1~

Biainl P

A Page 562
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FB, AC- technology iﬁial fans Main catalogue

Size 500 mm BeHTuAgzGpbLI.PY

FB

for single phase alternating current, 8 pole FBOS50-8E

Characteristic curve
50

97299/97420

40

30

Per [Pal

Description 20

Motor technology: AC

Rated voltage U: 1~ 230 V10 %"

Rated frequency f,: 50 Hz* (60Hz Daten verfligbar)

Motor input power P,: 0.15 kW* @)
Rated current | : 0.66 A*

Rated speed n,: 670 min"* 10

Starting current 1,: 0.90 A

current increase Al: 0 % @

Service capacitor C,,: 3.0 uF

Thermal class: THCL155* v
Min. permitted conveyor temperature temin -25°C

Maximum permitted conveyor temperature t, - 70 °C 0 @
Electrical connection: Terminal box
Number of blades: 4

Protection class: IP54

Motor protection: Thermostat (TB)

Blades: Blades made of aluminium, uncoated
Rotor: Aluminium, uncoated

conformity: CE

* Rating plate data

0 1.000 2.000 3.000 4.000 5.000
Gy [m¥/h]
1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
1I-x) Measured in short-bell mouth with compressed side contact protection.

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

46
97,50
!

g

123
187

2497
2565
@590
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10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min1] [dB]
FB050-8E_.4C._4P | 230* ® 0.64* 130 680" 67
230 ® 0.56 110 710 64
Il 230 ® 0.62 120 690 63
230 ® 0.58 120 700 61
1 170 0.60 95 620 59
170 ® 0.52 85 660 58
[\ 135 (@) 0.64 75 440 52 S
135 ® 0.56 70 540 54 =
\Y 110 0.56 50 300 46 £
110 ® 0.54 50 370 47 g
*rated data -
Fan ordering information
33
38
Design K s
k
g
o
w

Type FB050-8EK.4C.V4P
Article no. 160129

Weight [kg]  8.10

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ = controllers 1~ controllers 1~

- @y . g

, - ¥ - »

_ * =
--_ Eti I ;

;A Page 552 A Page 596 ;A Page 587 ;A Page 562
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Size 500 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 4-4 pole FBO50-VD

Characteristic curve

180
)
2
L
160 %
2
&
140
120
100
£
g
80
Description
Motor technology: AC
Rated voltage U,: 3~ 400 V (A/Y) £10 %* 60
Rated frequency f: 5 Hz*
Motor input power P,: 0.58/0.44 kW*
Rated current | : 1.05/0.71 A* 40
Rated speed n,: 1350/1030 min™'
Starting current |,: 4.00 A/1.20 A
Current increase Al: 10 %
Thermal class: THCL155* 20
Min. permitted conveyor temperature t, = -40 °C
Max. permitted conveyor temperature taman 55 °C \
Electrical connection: Terminal box ) 0 @ @ : @
Number of blades: 4 0 2.000 4.000 6.000 8.000
Protection class: IP54 ay [m/h]

Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

Blades: Aluminium, uncoated I-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, uncoated

Conformity: ErP 2015, CE

ErP Data

Efficiency n . 37.7 %

Efficiency: N, =46.1/N_ = 40"

* Rated data

**ErP 2015

P Connection diagram 1360-108XA Page 608
P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
42
7,68
}
)
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§

2497
2565
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Performance data

Type Connection

FB050-VD_.4F.V4L A

*rated data

Fan ordering information

Characteris-
tic curve

Voltage

V]
400*
400
400
400
400
400

Operating
point

PRE®EE

Current

(Al
1.05*
0.88
0.98
0.85
0.62
0.48

Motor input
power

W]
580*
360
480
350
360
280

Speed

[minT]
1350*
1410
1380
1420
1130
1260

FB, AC- technology

& BeHTnARTOPBI.PY

Suction side
sound power
level

LWA5

[dB]

Max.
permitted
media tem-
perature

tR

[°C]

55

70

Airflow direction V

Design K

Type FB050-VDK.4F.V4L
Article no. 124186

Weight [kg] 9.50

Control technology
Frequency inverter
Fcontrol 3~

A Page 558

www.ziehl-abegg.com

Motor protection units

SN
"
= &

oy !

A Page 596

Transformer-based
controllers 3~

=
1
—=

A Page 591

Electronic voltage
controllers 3~

A Page 578

Information
ECblue

FE2owlet

FE2owlet
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FB, AC- technology iﬁial fans Main catalogue

Size 500 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 4-4 pole FBO50-VD

Characteristic curve

180
o
g
S
(s}
160 =]
&
140
120
100
T
a
&
80
Description
Motor technology: AC
Rated voltage U,: 3~ 400 V (A/Y) £10 %* 60
Rated frequency f,: 50 Hz*
Motor input power P,: 0.65/0.44 kW*
Rated current | : 1.15/0.77 A* 40
Rated speed n;: 1340/ 960 min'*
Starting current 1,: 5.10 A/1.70 A \‘
Current increase Al: 15 % 20 \
Thermal class: THCL155* ‘\
Min. permitted conveyor temperature t, = -40 °C \
Max. permitted conveyor temperature taman 70 °C @‘\ @
Electrical connection: Terminal box 0 -
Number of blades: 4 0 2.000 4.000 6.000 8.000 10.000
Protection class: IP54 gy [m*h]
Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
Blades: Aluminium, uncoated II-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, uncoated
Conformity: ErP 2015, CE
ErP Data
Efficiency n,.: 34.6 %
Efficiency: N, =424 /N_ . =40™
* Rated data
**ErP 2015
P Connection diagram 1360-108XA Page 608
P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
46
7,88
}
)

@7

§

2497
2565
@590
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min~] [dB]
FB050-VD_.4l._4P A | 400* ® 1.15* 660* 1340* 84
400 ® 0.84 420 1410 77
Il 400 ® 1.05 600 1360 79
400 ® 0.90 460 1400 77
Y 1l 400 0.74 420 1030 73
400 ® 0.64 370 1140 72

*rated data

Information

Fan ordering information

Airflow direction V

Design K

FE2owlet
ECblue

Type FB050-VDK.41.V4P
Article no. 210543

Weight [kg] ~ 11.30

FE2owlet

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578

O
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FB, AC- technology iﬁial fans Main catalogue

Size 500 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 4-4 pole FBO50-VD

Characteristic curve

180
o
<
38
<
160 %
<
2
(=3
&
140
120
100
=
-9
&
80
Description
Motor technology: AC
Rated voltage U,: 3~ 400 V (A/Y) +10 %* 60
Rated frequency f,: 5 Hz*
Motor input power P,: 0.82/0.55 kW*
Rated current | : 1.50/0.95 A* 40
Rated speed n,: 1330/1030 min™'
Starting current 1,: 5.70 A/1.90 A
Current increase Al: 10 % 2
Thermal class: THCL155*
Min. permitted conveyor temperature t, - -40 °C “
Max. permitted conveyor temperature taman 50 °C @ @ @ \
Electrical connection: Terminal box 0 .
Number of blades: 4 0 2.000 4.000 6.000 8.000 10.000
Protection class: IP54 qy [m/h]
Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
Blades: Aluminium, uncoated 1I-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, uncoated
Conformity: ErP 2013, CE
ErP Data
Efficiency N, 29.9 %
Efficiency: N, =37.0/N_ . = 36™
* Rated data
**ErP 2013
P Connection diagram 1360-108XA Page 608
P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
54
7,88
}
)

@7

§

2497
2565
@590

161
225

L-KL-8807-32
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Axial fans Main catalogue
10/2012

Performance data

Type Connection

FB050-VD_.41.V4S A

*rated data

Fan ordering information

Characteris-
tic curve

Voltage

V]
400*
400
400
400
400
400

Operating
point

PRE®EE

Current

(Al
1.50*
1.35
1.30
1.15
0.88
0.79

Motor input
power

W]
820*
690
720
630
500
460

Speed

[minT]
1330*
1360
1340
1360
980
1040

FB, AC- technology

& BeHTnARTOPBI.PY

Suction side
sound power
level

LWA5

[dB]

83
81
80
72
73

Max.
permitted
media tem-
perature

tR

[°C]

50

60

Airflow direction V

Design K

Type FB050-VDK.41.V4S
Article no. 107557

Weight [kg] 11.30

Control technology
Frequency inverter
Fcontrol 3~

A Page 558

www.ziehl-abegg.com

Motor protection units

SN
"
= &

oy !

A Page 596

Transformer-based
controllers 3~

=
1
—=

A Page 591

Electronic voltage
controllers 3~

A Page 578

Information
ECblue

FE2owlet

FE2owlet

O
'S

System
technology components

Control

Appendix

N
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FB, AC- technology iﬁial fans Main catalogue

Size 500 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 6-6 pole FBO50-SD

Characteristic curve
80

97302/97422

60

Per [Pal
N
S

Description

Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz*

Motor input power P,: 0.21/0.14 kW*

Rated current |,;: 0.56/0.28 A* 20
Rated speed n,: 920/ 730 min"*

Starting current |,: 1.50 A/ 0.46 A

Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, = -40 °C

Max. permitted conveyor temperature t, - 70 °C

Electrical connection: Terminal box e o © ® \@
Number of blades: 4

Protection class: IP54

Motor protection: Thermal contact
Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated
Conformity: ErP 2015, CE

0 1.000 2.000 3.000 4.000 5.000
Gy [m¥/h]
1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
1I-x) Measured in short-bell mouth with compressed side contact protection.

ErP Data

Efficiency n,..: 29.6 %

Efficiency: N, =40.3/N,_ . = 40"

* Rated data

**ErP 2015

P Connection diagram 1360-108XA Page 608
P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

42
97,50
!

g

123
187

2497
2565
@590

L-KL-8807-35
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min~] [dB]
FB050-SD_.4C._4L A | 400 ® 0.56* 220" 920* 73
400 ® 0.52 140 960 71
I 400 ® 0.54 190 930 67
400 ® 0.52 150 950 66
Y n 400 0.27 130 750 61
400 ® 0.21 100 850 62 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
g
§8
s
Type FB050-SDK.4C.V4L
Article no. 124187 %
Weight [kg] ~ 8.10 @

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578

O
'S

System
technology components

Control
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N
>
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FB, AC- technology
Size 500 mm

FB

for three phase alternating current, 6-6 pole

Description

Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*
Rated frequency f,: 50 Hz*

Motor input power P,: 0.24/0.14 kW*
Rated current | : 0.55/0.29 A*

Rated speed n,: 880/ 620 min"*

Starting current |,: 1.50 A/ 0.46 A

Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted conveyor temperature t; -
Max. permitted conveyor temperature t
Electrical connection: Terminal box
Number of blades: 4

Protection class: IP54

Motor protection: Thermal contact
Blades: Aluminium, uncoated

Rotor: Aluminium, uncoated
Conformity: ErP 2013, CE
ErP Data

Efficiency n,..: 25.9 %
Efficiency: N, ., =36.3/N
* Rated data

**ErP 2013

R(max]

=36

target

P Connection diagram 1360-108XA

W System components

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

46
97,50
!

g

123
187

2497
@590

-40 °C
70 °C

L-KL-8807-36

ial fans Main catalogue
5{4 BeHTuAgzGpbLI.PY

FBOS0O-SD

Characteristic curve
80

fb050sdk4cép k801

60

P [Pa]

20

©

4.000

2.000

qy [m*/h]
1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
II-x) Measured in short-bell mouth with compressed side contact protection.

Page 608

Page 524

www.ziehl-abegg.com
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min-] [dB]
FB050-SD_.4C.V4P A | 400 ® 0.55* 240 880
400 ® 0.49 175 930 69
I 400 ® 0.55 220 890 69
400 ® 0.52 190 910 67
Y n 400 0.27 130 630 64
400 ® 0.25 120 700 60 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
33
88
s
Type FB050-SDK.4C.V4P
Article no. 210542 %
Weight [kg] ~ 8.10 @

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
. = ' '
[ & — ]
-, = = =
i ;
A Page 558 A Page 596 ;A Page 591 ;A Page 578
O
g
2
E g
25
L4
B E
o
o
>
— D
[SKe)
=
S c
8%
L
x
B
C
Q
Q.
Q.
<
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FB, AC- technology iﬁial fans Main catalogue

Size 500 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 6-6 pole FBO50-SD

Characteristic curve
80

fb050sdkaf 6sk801

60

P [Pa]
IS
S

Description

Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*
Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.31/0.19 kW*

Rated current I,: 0.72/0.39 A* 20

Rated speed n,: 880/ 640 min"*

Starting current |,: 1.80 A/0.50 A
Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, .
Max. permitted conveyor temperature t
Electrical connection: Terminal box
Number of blades: 4

Protection class: IP54 0 2.000 4.000 6.000 8.000

3
Motor protection: Thermal contact ay [m/h]
Blades: Aluminium, uncoated 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

II-x) Measured in short-bell mouth with compressed side contact protection.

) -40 °C
: 70 °C

R(max]

Rotor: Aluminium, uncoated
Conformity: ErP 2013, CE

ErP Data

Efficiency n,..: 26.2 %

Efficiency: N, =36.1/N_ =36

* Rated data

**ErP 2013

P Connection diagram 1360-108XA Page 608
P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
54
7,68
}
)

@7

§

2497
2565
@590

141
205

L-KL-8807-37
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min-] [dB]
FB050-SD_.4F.V4S A | 400 ® 0.72* 310 880
400 ® 0.63 230 930 73
I 400 ® 0.67 280 910 72
400 ® 0.64 250 920 71
Y n 400 0.38 190 700 64
400 ® 0.36 175 750 65 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
33
88
s
Type FB050-SDK.4F.V4S
Article no. 124388 %
Weight [kg] ~ 9.50 il

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
. = ' '
[ & — ]
-, = = =
i ;
A Page 558 A Page 596 ;A Page 591 ;A Page 578
O
g
2
E g
25
L4
B E
o
o
>
— D
[SKe)
=
S c
8%
L
x
B
C
Q
Q.
Q.
<
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FB, AC- technology iﬁial fans Main catalogue

Size 500 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 8-8 pole FBO50-AD

Characteristic curve

50
)
2
Q.
o
[*]
3
o
@©
o
3
40 £
30
=
o
&
Description 20
Motor technology: AC
Rated voltage U,: 3~ 400 V (A/Y) £10 %*
Rated frequency f,: 50 Hz*
Motor input power P,: 0.12/0.08 kW* \
Rated current | ;: 0.30/0.15 A* \\
Rated speed n,: 670/520 min"* 10 Y
Starting current 1,: 0.70 A/0.22 A \‘
Current increase Al: 0 % \
Thermal class: THCL155* “
Min. permitted conveyor temperature t, = -40 °C \
Max. permitted conveyor temperature taman 70 °C @ ‘\ @
Electrical connection: Terminal box 0 '
Number of blades: 4 0 1.000 2.000 3.000 4.000 5.000
Protection class: IP54 gy [m¥h]
Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
Blades: Aluminium, uncoated II-x) Measured in short-bell mouth with compressed side contact protection.

Rotor: Aluminium, uncoated

Conformity: CE

ErP Data

Is not subject to the ErP Guidelines (P,< 125 W)
* Rated data

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

46
97,50
!

g

123
187

2497
2565
@590

L-KL-8807-41
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Axial fans Main catalogue FB, AC- technology
10/2012 % BeHTnAgTOpBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min~] [dB]
FB050-AD_.4C.V4P A | 400 ® 0.30* 115* 670*
400 ® 0.26 92 690 62
I 400 ® 0.27 105 680 63
400 ® 0.26 92 690 60
Y n 400 0.13 66 550 59
400 ® 0.11 60 590 57 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
g
§8
s
Type FB050-ADK.4C.V4P
Article no. 124188 %
Weight [kg] ~ 8.10 @

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578

Control System FC
components

technology
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FB, AC- technology iﬁial fans Main catalogue

Size 560 mm BeHTuAgzGpbLI.PY

FB

for single phase alternating current, 6 pole FBO56-6E

Characteristic curve
80

97424/97430

60

Per [Pal
N
S

Description

Motor technology: AC

Rated voltage U: 1~ 230 V10 %"
Rated frequency f,: 50 Hz*

Motor input power P,: 0.33 kW*

Rated current | 1 1.70 A* 20

Rated speed n,: 890 min"*

Starting current |,: 3.60 A ®

Current increase Al: 10 %

Service capacitor C, . : 6.0 uF @ Y,

400V*

Thermal class: THCL155* v
Min. permitted conveyor temperature temin -25°C \

Max. permitted conveyor temperature t, - 65 °C 0 & &
Electrical connection: Terminal box
Number of blades: 4

Protection class: IP54

Motor protection: Thermal contact

Blades: Aluminium, uncoated

Rotor: Aluminium, uncoated
Conformity: ErP 2013, CE

0 2.000 4.000 6.000 8.000
Gy [m¥/h]
1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
1I-x) Measured in short-bell mouth with compressed side contact protection.

ErP Data

Efficiency n . 27.4 %

Efficiency: N, =37.0/N_ . =36

* Rated data

**ErP 2013

P Connection diagrams Page 608

for airflow direction V.= 1360-104XA
for airflow direction A 1360-104XB

P System components Page 524

Dimensions [mm]

Airflow direction A

Design W - axial bolted, mounting for short
bell mouth E

77
53 89l

2552
2594
@700
@725

a
o
Rval

&

~—~
s=——
|
141
205

L-KL-8805-7
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOPBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min1] [dB]
FB056-6E_.4F._4L | 230* ® 1.25* 280* 880"
230 ® 1.00 220 920 68
Il 230 ® 1.15 260 890 69
230 ® 0.93 210 930 70
1 160 1.25 185 610 64
160 ® 1.00 155 810 66
[\ 130 (@) 1.10 125 440 55 S
130 ® 1.05 120 580 58 =
\ 105 0.90 83 330 1S
105 ® 0.89 82 410 =
*rated data -
Fan ordering information
Airflow direction A Airflow direction V %g
(o]
Wi
Design W K &
k
H
o
o
Type FB056-6EW.4F.A4L FB056-6EK.4F.V4L s
Article no. 132418 124174
Weight [kg] ~ 10.30 10.30

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ = controllers 1~ controllers 1~

i ! & : '
B =
= & x
, — s i

;A Page 552 A Page 596 ;A Page 587 ;A Page 562

O
[T,

@
€5
g5
@ &
@ E

o

(8]

>
—_
[eKe)
€2

Airflow direction V 8§
Design K - axial bolted, mounted for short
bell mouth E
42
104 66
|
|
x
—~ e
c
L :
Q.
Q
<

@700
@725

L)
@552
2647

141
205

L-KL-8807-47

N
>
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FB, AC- technology ial fans Main catalogue
Size 560 mm

BeHTuAgzGpbLI.PY
FB

for single phase alternating current, 6 pole FBO56-6E

Characteristic curve

120
8
2
o
2
<
8
100 @ ‘~~\ é
Y
N
N\
\
\
\
\
A
80 N
®
\
\
\
= \
£ 6 ® Y
&
. . \
Description Y
Motor technology: AC \
Rated voltage U,: 1~ 230 V10 %* 40 Y
Rated frequency f,: 50 Hz* n \\
Motor input power P,: 0.37 kW* \
Rated current | : 1.70 A* ‘\
Rated speed n,: 900 min"* @) \
Starting current 1,: 3.80 A 20 v “
Current increase Al: 20 % \
) . . \
Service capacitor C,,: 8.0 uF v v
Thermal class: THCL155* \
Min. permi‘Fted conveyor temperature t; . - -25°C @ @ @ “ @
Max. permitted conveyor temperature t, - 65 °C 0 :
Electrical connection: Terminal box 0 2.000 4.000 6.000 8.000 10.000

Number of blades: 4 qy [m’/h]

Protection class: IP54 I) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
Motor protection: Thermal contact II-x) Measured in short-bell mouth with compressed side contact protection.

Blades: Aluminium, uncoated

Rotor: Aluminium, uncoated
Conformity: ErP 2013, CE

ErP Data

Efficiency ng,.: 28.7 %

Efficiency: N, =38.0/N_ . =36

* Rated data

**ErP 2013

P Connection diagrams Page 608

for airflow direction V.= 1360-104XA
for airflow direction A 1360-104XB

P System components Page 524

Dimensions [mm]

Airflow direction A

Design W - axial bolted, mounting for short

bell mouth E
84
52109
)|
)
B 38K
WO
[SISRSES]
N . E
(=]
I g
161 2
225 f
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOPBI.PY
Performance data
Type Characteristic ~ Voltage Operating Current Motor input Speed Suction side Max. permitted
curve point power sound power  media tem-
level perature
u I BX n Lyas ty
V] [A] W] [min"] [dB] [°C]
FB056-6E_.41._4P | 230" ® 1.70* 370 900* 65
230 ® 1.45 320 920 73
1] 230 ® 1.60 350 910 72 70
230 ® 1.35 300 930 72
1 160 1.90 280 730 67
160 ® 1.60 240 820 68 3
v 130 ) 1.90 210 550 61 =
130 ® 1.70 200 640 63 1S
Vv 105 1.55 145 380 57 *g
105 ® 1.50 140 460 56 -
*rated data
Fan ordering information _
Qo
Airflow direction A Airflow direction V 22
Jo
W
Design w K
%
H
o
N
&
Type FB056-6EW.41.A4P FB056-6EK.41.V4P
Article no. 106941 124175
Weight [kg]  12.10 12.10

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ 1~ controllers 1~ controllers 1~

—  az;
-
- e - .
. A
- = e

: Page 552 A Page 596 A Page 587 A Page 562
&)
[T,
@
€5
25
FE
o
(8]
>
—_
S0
€2
Airflow direction V 8§
Design K - axial bolted, mounted for short
bell mouth E
48
104 a§:
|
—~ =
©
c
L :
Q.
Q.
<

@700
@725

L)
@552
2647

161
225

L-KL-8807-48
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FB, AC- technology
Size 560 mm

FB

ial fans Main catalogue
5{4 BeHTuAgzGpbLI.PY

for single phase alternating current, 8 pole FBO56-8E

Description

Motor technology: AC

Rated voltage U: 1~ 230 V10 %"

Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.22 kW*

Rated current | 1 1.10 A*

Rated speed n,: 680 min"*

Starting current I,: 1.60 A

Current increase Al: 0 %

Service capacitor C,,: 5.0 uF

Thermal class: THCL155*

Min. permitted conveyor temperature temin -25°C
Max. permitted conveyor temperature t, - 65 °C
Electrical connection: Terminal box

Number of blades: 4

Protection class: IP54

Motor protection: Thermal contact

Blades: Aluminium, uncoated

Rotor: Aluminium, uncoated

* Rated data

P Connection diagrams Page 608
for airflow direction V.= 1360-104XA
for airflow direction A 1360-104XB

P System components Page 524

Dimensions [mm]

Airflow direction A

Characteristic curve

50
o
2
5
%
3
wn
2
40 =
30
£
&
20
© v
10
v
. ®
0 2.000 4.000 6.000

qy [m*/h]

1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
II-x) Measured in short-bell mouth with compressed side contact protection.

Design W - axial bolted, mounting for short
bell mouth E

84
53 89l

B E=11te]
0S|
00| |~
SIS

a
o
Rval

&

~—~
s=——
|
141
205

L-KL-8805-10
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOPBI.PY
Performance data
Type Characteristic ~ Voltage Operating Current Motor input Speed Suction side Max. permitted
curve point power sound power  media tem-
level perature
u I BX n Lyas ty
V] [A] W] [min"] [dB] [°C]
FB056-8E_.4F._4P | 230" ® 1.10* 220" 680 65
230 ® 0.95 190 690 64
1] 230 ® 1.00 200 680 65 70
230 ® 0.93 180 710 65
I 160 0.94 130 510 60
160 ® 0.81 115 600 61 3
v 130 ) 0.83 94 410 56 =
130 ® 0.78 89 490 57 1S
v 105 0.70 62 310 =
105 ® 0.69 62 360 -
*rated data
Fan ordering information _
Qo
Airflow direction A Airflow direction V 22
S
w
Design w K
%
H
o
N
&
Type FB056-8EW.4F.A4P FB056-8EK.4F.V4P
Article no. 107066 124176
Weight [kg]  10.30 10.30

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage

Fcontrol 1~ 1~ controllers 1~ controllers 1~

—  az;
-
- e - .
. A
- = e

: Page 552 A Page 596 A Page 587 A Page 562
&)
[T,
@
€5
25
FE
o
(8]
>
—_
S0
€2
Airflow direction V 8§
Design K - axial bolted, mounted for short
bell mouth E
48
104 e§:
i
—~ =
©
c
L :
Q.
Q.
<

@700
@725

L)
@552
2647

141
205

L-KL-8807-50
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>
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FB, AC- technology iﬁial fans Main catalogue

Size 560 mm BeHTuAgzGpbLI.PY
FB

for three phase alternating current, 4-4 pole FBO56-VD

Characteristic curve

180
8
® ~. g
160
=
8
140
®
120
100
g
(o8
80
Description
Motor technology: AC
Rated voltage U,: 3~ 400 V (A/Y) £10 %* 60
Rated frequency f,: 50 Hz*
Motor input power P,: 0.84/0.64 kW*
Rated current | : 1.65/1.05 A* 40
Rated speed n,: 1360/1090 min™"*
Starting current |,: 6.00 A/2.00 A
Current increase Al: 10 % 20
Thermal class: THCL155*
Min. permitted conveyor temperature t, = -40 °C
Max. permitted conveyor temperature taman 40 °C @
Electrical connection: Terminal box 0 -
Number of blades: 4 0 2.000 4.000 6.000 10.000
Protection class: IP54 gy [m/h]
Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
Blades: Aluminium, uncoated II-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, uncoated
Conformity: ErP 2015, CE
ErP Data
Efficiency n,..: 37.9 %
Efficiency: N, =45.0/N_ . = 40"
* Rated data
**ErP 2015
¥ Connection diagrams Page 608

for airflow direction V.= 1360-108XA
for airflow direction A 1360-108XB

P System components Page 524

Dimensions [mm]

Airflow direction A

Design W - axial bolted, mounting for short
bell mouth E

2552
2594
@700
@725

L-KL-8805-4
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Axial fans Main catalogue
10/2012

Performance data

Type Characteris-

tic curve

Connection

FB056-VD_.4l._4L A |

*rated data

Fan ordering information

Voltage

V]
400*
400
400
400
400
400

Operating
point

PRE®EE

Current Motor input
power

| P,

(Al W]

1.65* 840*

1.25 570

1.45 760

1.20 540

0.97 580

0.76 450

Speed

[minT]
1360*
1410
1370
1420
1110
1230

& Be

FB, AC- technology

HTUARFOPBI.PY

Airflow direction A Airflow direction V

Design W

Type FB056-VDW.41.A4L
Article no. 127411
Weight [kg] 12.10

Control technology
Frequency inverter

Fcontrol 3~ 3~
— =8
& v‘
e =
# Page 558 A Page 596

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

42
104 a§:

@700
@725

L)
@552
2647

161
225

L-KL-8807-43

www.ziehl-abegg.com

Motor protection units

Transformer-based
controllers 3~

—

1
—a=

A Page 591

FB056-VDK.41.V4L
124384

12.10

Electronic voltage
controllers 3~

A Page 578

Suction side  Max.

sound power permitted

level media tem-

perature
LWA5 tR
[dB] [°C]
40

79

80 50

80

76 3

77 b=
£
L
=
So
=03
88
E i}
kS
H
[e]
N
i
(I,

O
'S

System
technology components

Control
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FB, AC- technology iﬁial fans Main catalogue

Size 560 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 6-6 pole FBO56-SD

Characteristic curve
100

97426/97517

80

60

P [Pal

Description 40
Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.28/0.18 kW*

Rated current | : 0.68/0.39 A*

Rated speed n,: 910/ 660 min"* 20

Starting current |,: 1.80 A/0.50 A

Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, = -40 °C

Max. permitted conveyor temperature taman 70 °C

Electrical connection: Terminal box 0

Number of blades: 4 0 2.000 4.000 6.000 8.000
Protection class: IP54 qy [m¥h]

Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

Blades: Aluminium, uncoated II-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, uncoated

Conformity: ErP 2015, CE
ErP Data

Efficiency n,..: 34.0 %
Efficiency: N, ., =44.2/N
* Rated data

**ErP 2015

= 40"

target

P Connection diagrams Page 608
for airflow direction V.= 1360-108XA
for airflow direction A 1360-108XB

P System components Page 524

Dimensions [mm]

Airflow direction A

Design W - axial bolted, mounting for short
bell mouth E

77
53 89l

2552
2594
@700
@725

a
o
Rval

&

~—~
s=——
|
141
205

L-KL-8805-5
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
v] (Al W] [min-] [dB]
FB056-SD_.4F._4L A | 400 ® 0.68* 280" 910* 76
400 ® 0.58 180 960 72
I 400 ® 0.64 250 930 75
400 ® 0.58 190 950 72
Y 1l 400 0.38 170 680 68
400 ® 0.30 140 820 68 3
“rated data ks
£
kel
=
Fan ordering information
Airflow direction A Airflow direction V
Design w K
So
22
88
s
Type FB056-SDW.4F.A4L FB056-SDK.4F.V4L
Article no. 132416 124385 %
Weight [kg]  10.30 10.30 ﬁ

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
= | . 1
= T
[ & — ]
- = = =
A Page 558 A Page 596 ;A Page 591 ;A Page 578

O
[T,

@
€5
g5
@ &
@ E

o

(8]

>
—_
[eKe)
€g

Airflow direction V o§
Design K - axial bolted, mounted for short
bell mouth E
42
104 66
|
|
x
SRR S
c
CJ :
Q.
Q
<

@700
@725

L)
@552
2647

141
205

L-KL-8807-44
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FB, AC- technology iﬁial fans Main catalogue

Size 560 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 6-6 pole FBO56-SD

Characteristic curve

100
b=y
2
Q.
©
5
=
e}
7]
«©
@\ 8
80 \\ £
\
N
@
AY
N
N\
60
‘w
e
.
&
Description 40

Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz*
Motor input power P,: 0.41/0.25 kW*

Rated current | ;: 0.90/0.50 A*

Rated speed n,: 890/ 610 min"* 20

Starting current 1,: 240 A/0.70 A

Current increase Al: 5 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, = -40 °C

Max. permitted conveyor temperature taman 65 °C

Electrical connection: Terminal box 0
Number of blades: 4 0 2.000 4.000 6.000 8.000
Protection class: IP54 qy [m¥/h]

Motor protection: Thermal contact I) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

Blades: Aluminium, uncoated II-x) Measured in short-bell mouth with compressed side contact protection.
Rotor: Aluminium, uncoated

Conformity: ErP 2013, CE
ErP Data

Efficiency n,..: 28.7 %
Efficiency: N, ., =37.9/N
* Rated data

**ErP 2013

=36

target

P Connection diagrams Page 608

for airflow direction V.= 1360-108XA
for airflow direction A 1360-108XB

P System components Page 524

Dimensions [mm]

Airflow direction A

Design W - axial bolted, mounting for short
bell mouth E

84
53 89l

2552
2594
@700
@725

a
o
Rval

&

~—~
s=——
|
141
205

L-KL-8805-6
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOPBI.PY
Performance data
Type Connection  Characteris- Voltage Operating Current Motor input ~ Speed Suction side  Max.
tic curve point power sound power permitted
level media tem-
perature
U | P, n [E— ity
V] (Al W] [min-] [dB] [°C]
FB056-SD_.4F._4P A | 400* ® 0.90* 410* 890* 65
400 ® 0.81 330 920 73
Il 400 ® 0.83 350 910 72 70
400 ® 0.78 290 920 71
Y 1] 400 0.46 230 670 66
400 ® 0.42 210 760 66

*rated data

Information

Fan ordering information

Airflow direction A Airflow direction V

Design W K

FE2owlet
ECblue

Type FB056-SDW.4F.A4P FB056-SDK.4F.V4P g
Article no. 106942 108039 L‘P'OJ

w
Weight [kg]  10.30 10.30

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
e i 1
o ol =l
] “Eore] = a = | — |
# Page 558 A Page 596 A Page 591 A Page 578

O
[T,

@
€5
g5
@ &
@ E

o

(8]

>
—_
[eKe)
€g

Airflow direction V o§
Design K - axial bolted, mounted for short
bell mouth E
48
104 66
|
|
x
SRR S
c
CJ :
Q.
Q
<

@700
@725

L)
@552
2647

141
205

L-KL-8807-45

N
Ty
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FB, AC- technology iﬁial fans Main catalogue

Size 560 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 6-6 pole FBO56-SD

Characteristic curve

100
«©
2
&
[}
g
5
80
60
‘w
e
&
Description 40

Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz*

Motor input power P,: 0.34/0.25 kW*

Rated current | : 0.64/0.41 A*

Rated speed n,: 910/ 750 min"* 20
Thermal class: THCL155*

Min. permitted conveyor temperature t, .
Max. permitted conveyor temperature t
Electrical connection: Terminal box \
Number of blades: 4 \
Protection class: IP54 0 © ©\ ® !
Motor protection: Thermal contact 0 2.000 4.000 6.000 8.000
Blades: Aluminium, uncoated qy [m3/h]

Rotor: Aluminium, uncoated 1) Measured in full bell mouth without guard grille in installation type A according to 1ISO 5801.

Conformity: ErP 2015, CE II-x) Measured in short-bell mouth with compressed side contact protection.
ErP Data

Efficiency ng,.: 36.5 %

Efficiency: N, =46.0/N_ . = 40"
* Rated data

**ErP 2015

) -40 °C
: 70 °C

R(max

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction A

Design K - axial bolted, mounted for short
bell mouth E

g

161
225

2552
2647
@700
@725

L-KL-8807-66
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min~] [dB]
FB056-SD_.41.V4P A | 400 ® 0.64* 340 910* 76
400 ® 0.52 230 950 74
I 400 ® 0.60 310 920 74
400 ® 0.54 250 940 73
Y 1l 400 0.39 230 770 69
400 ® 0.33 200 820 69 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
33
§8
s
Type FB056-SDK.41.V4P
Article no. 160149 %
Weight [kg]  12.10 ﬁ

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~

= | . 1

= T
[ & — ]
- = = =

i i —
A Page 558 A Page 596 ;A Page 591 ;A Page 578

O
'S

System
components

Control
technology

Airflow direction V

Appendix

N
>
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FB, AC- technology iﬁial fans Main catalogue

Size 560 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 8-8 pole FBO56-AD

Characteristic curve
50

97425/97435

40

30

Per [Pal

Description 20
Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz*

Motor input power P,: 0.13/0.08 kW*

Rated current | : 0.29/0.15 A*

Rated speed n,: 660/ 500 min"* 10
Thermal class: THCL155*

Min. permitted conveyor temperature t, .
Max. permitted conveyor temperature t
Electrical connection: Terminal box
Number of blades: 4

Protection class: IP54 0

Motor protect!op: Thermal contact 0 1.000 2.000 3.000 4.000 5.000 6.000
Blades: Aluminium, uncoated
Gy [m*/h]

Rotor: Aluminium, uncoated . . S . )
1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

Conformity: CE . ) ) -
ErP Data II-x) Measured in short-bell mouth with compressed side contact protection.

Is not subject to the ErP Guidelines (P,< 125 W)
* Rated data

) -40 °C
: 70 °C

R(max

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction A

Design W - axial bolted, mounting for short
bell mouth E

84
_‘5 J‘_ 74

2552
2594
@700
@725

L-KL-8805-11
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Axial fans Main catalogue FB, AC- technology

10/2012 % BeHTnAgTOPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
v] (Al W] [min-] [dB]
FB056-AD_.4C._4L A | 400 ® 0.30* 130* 660* 67
400 ® 0.26 90 700 65
I 400 ® 0.29 120 670 63
400 ® 0.27 100 700 61
Y n 400 0.15 80 520 56
400 ® 0.12 65 590 57 3
“rated data ks
£
L
=
Fan ordering information
Airflow direction A Airflow direction V
Design W K
So
22
88
s
Type FB056-ADW.4C.A4L FB056-ADK.4C.V4L
Article no. 160141 160143 E
Weight [kg] ~ 9.00 9.00 il

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
= | . 1
= T
[ & — ]
- = = =
A Page 558 A Page 596 ;A Page 591 ;A Page 578

&)
[T,

@
€5
g5
@ &
@ E

o

(8]

>
—_
[eKe)
€g

Airflow direction V o§
Design K - axial bolted, mounted for short
bell mouth E
48
‘1oqr5’¢
x
— 5
c
L 2
Q.
Q.
DEEER <
WO =[ I~
B l [SIESIRNEN]
O :
~—~ S
o
8
126 g
790 X
\:’;
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FB, AC- technology
Size 630 mm

FB

ial fans Main catalogue
5{4 BeHTuAgzGpbLI.PY

for three phase alternating current, 4 pole FBOB3-4D
Characteristic curve
160
@ g
z
3
140 2
3
e
<
3
2
120 =
100
g
& 80
- ®
Description o I
Motor technology: AC
Rated voltage U,: 3~ 230/400 V (A/Y) £10 %"
Rated frequency f,: 50 Hz* m
Motor input power P,: 1.10 kW* 40
Rated current | : 3.80/2.20 A*
Rated speed n: 1300 min"** @
Starting current I,: 12.00 A / 7.00 A v
Current increase Al: 0 % 20
Thermal class: THCL155*
Min. permitted conveyor temperature t, = -40 °C
Max. permitted conveyor temperature taman 60 °C @ @ @ @
Electrical connection: Terminal box Y
Number of blades: 4 0 2.000 4.000 6.000 8.000 10.000 12.000 14.000
Protection class: IP54 qy (M*/h]
Motor protection: Thermal contact 1) Measured in short bell mouth with guard grille in installation type A according to ISO 5801.
Blades: Aluminium, uncoated Fan can only be operated in short bell mouth (& min. 634 mm, jet height max. 60 mm).
Rotor: Aluminium, uncoated
Conformity: ErP 2015, CE
ErP Data
Efficiency n,..: 38.5 %
Efficiency: N, =44.7/N_ = 40™
* Rated data
**ErP 2015
P Connection diagram 1360-106XA Page 608
P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

9
154 78y,

—~

.
g

~—~

2627
@778

181
245

L-KL-8807-52
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnAgTOpPBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min”] [dB]
FB063-4D_.4M.V4L | 400 ® 2.20* 1100* 1300* 83
400 ® 1.80 790 1380 85
Il 230 ® 2.10 650 910 74
230 ® 1.85 560 1090 80
i 180 1.90 450 730 69
180 ® 1.70 400 860 74
\% 140 (@) 1.60 280 570 63 S
140 ® 1.50 270 700 68 =
*rated data g
=
Fan ordering information
Airflow direction V
So
Design K 23
NO
s
°
Type FB063-4DK.4M.V4L g
Article no. 135045 ﬁ

Weight [kg] ~ 17.40

Control technology

Frequency inverter Motor protection units Transformer-based Electronic voltage
Fcontrol 3~ & controllers 3~ controllers 3~
Sl | — I
@ &
I Rt - [ ——
- = o =) =
o ——
¥ Page 558 A Page 596 # Page 591 A Page 578
(@)
[
2
E g
g¢
L4
B E
Q
o
>
— D
K<)
= o
S c
8%
2
x
=
C
[9]
Q
Q
<
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FB, AC- technology iﬁial fans Main catalogue

Size 630 mm BeHTuAgzGpbLI.PY

FB

for single phase alternating current, 6 pole FBOB3-6E

Characteristic curve
100

/
fb0636ek4i61k801

80

60

psr [Pa]

Description 40

Motor technology: AC

Rated voltage U: 1~ 230 V10 %" o

Rated frequency f,: 50 Hz* (60Hz data available) Y;

Motor input power P,: 0.47 kW*

Rated current | : 2.30 A*

Rated speed n,;: 920 min™* 20

Starting current |,: 5.50 A (@) \Y

Current increase Al: 15 %

Service capacitor G, 10.0 uF

Thermal class: THCL155*

Min. permitted conveyor temperature t, . = -25 °C (5
Max. permitted conveyor temperature t, - 55 °C 0
Electrical connection: Terminal box 0 2.000 4.000 6.000 8.000 10.000
Number of blades: 4 gy [m*h]

Protection class: IP54 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
Motor protection: Thermal contact II-x) Measured in short-bell mouth with compressed side contact protection.

Blades: Aluminium, uncoated

Rotor: Aluminium, uncoated

Conformity: ErP 2015, CE

ErP Data

Efficiency ng,,: 33.1 %

Efficiency: N, =41.4/N__ =40

* Rated data

**ErP 2015

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

g

161
225

2627
2697
@750
@778

L-KL-8807-56
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Axial fans Main catalogue
10/2012

Performance data

Type Characteristic
curve

FB063-6E_.41.V4L |

*rated data

Fan ordering information

Airflow direction V

Design K

Type FB063-6EK.41.V4L
Article no. 206837

Weight [kg] 12.80

Control technology
Frequency inverter

Voltage Operating Current
point
u I
[Vl [A]
230* ® 2.40*
230 ® 2.10
230 ® 2.20
230 ® 1.95
160 2.40
160 ® 1.90
130 ) 2.40
130 ® 2.00
105 2.10
105 ® 2.00

Motor protection units  Transformer-based

FB, AC- technology

& BeHTnARTOPBI.PY

Motor input Speed Suction side Max. permitted
power sound power  media tem-
level perature

P1 n LWA5 tH

W] [min~] [dB] [°C]

520 910 55

400 950 76

490 930 76 65

410 950 74

370 800 71

300 880 72 3

290 610 65 =

250 770 69 £

200 450 58 =

190 570 63 -
So
22
§8
s
k
H
o
N
w
w

Electronic voltage

Fcontrol 1~ 1~ controllers 1~ controllers 1~
= % _
- & - x
: Page 552 A Page 596 A Page 587 A Page 562
O
s
2
Eg
g5
@
BE
o
o
>
— D
[SKe)
=
o
x
=
C
Q
Q.
Q.
<
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FB, AC- technology iﬁial fans Main catalogue

Size 630 mm BeHTuAgzGpbLI.PY

FB

for single phase alternating current, 6 pole FBOB3-6E

Characteristic curve
100

fb0636 ek4i6pk801

80

60

Py [Pal

Description 40

Motor technology: AC
Rated voltage U: 1~ 230 V10 %"

Rated frequency f,: 50 Hz*

Motor input power P,: 0.63 kW*

Rated current | : 3.00 A*

Rated speed n: 860 min'* 20 D

Starting current |,: 5.50 A

Current increase Al: 0 %

Service capacitor G, 12.0 uF

Thermal class: THCL155* v

Min. permitted conveyor temperature temin -25°C @
Max. permitted conveyor temperature t, - 40 °C 0
Electrical connection: Terminal box 0 2.000 4.000 6.000 8.000 10.000 12.000
Number of blades: 4 qy [m’/h]

Protection class: IP54 I) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
Motor protection: Thermal contact II-x) Measured in short-bell mouth with compressed side contact protection.

Blades: Aluminium, uncoated

Rotor: Aluminium, uncoated

Conformity: ErP 2013, CE

ErP Data

Efficiency ng,,: 28.3 %

Efficiency: N, =36.1/N_ . =36

* Rated data

**ErP 2013

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

g

161
225

NSRS
|| B~
©|©|N|~
[SISIES N
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Axial fans Main catalogue
10/2012

Performance data

Type Characteristic
curve

FB063-6E_.41.V4P |

*rated data

Fan ordering information

Airflow direction V

Design K

Type FB063-6EK.41.V4P
Article no. 109104

Weight [kg] 12.80

Control technology
Frequency inverter

Voltage Operating Current
point
u I
[Vl [A]
230* ® 3.00*
230 ® 2.60
230 ® 2.70
230 ® 2.30
160 3.00
160 ® 2.70
130 ® 2.70
130 ® 2.60
105 2.30
105 ® 2.30

Motor protection units  Transformer-based

FB, AC- technology

& BeHTnARTOPBI.PY

Motor input Speed Suction side Max. permitted
power sound power  media tem-
level perature

P1 n LWA5 tH

W] [min] [dB] [°C]

630" 860" 40

550 910 78

590 900 78 50

520 930 76

450 670 70

410 780 72 3

320 490 61 =

310 580 64 3

210 370 54 =

210 410 55) -
T
=03
88
E i}
°
=
[e]
N
L
(I,

Electronic voltage

Fcontrol 1~ 1~ controllers 1~ controllers 1~
= % _
- & - x
: Page 552 A Page 596 A Page 587 A Page 562
O
s
2
Eg
g5
@
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o
o
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FB, AC- technology iﬁial fans Main catalogue

Size 630 mm BeHTuAgzGpbLI.PY

FB

for single phase alternating current, 8 pole FBOB3-8E

Characteristic curve

60
S
g
£
3
[
2
50 =
40
©
£ 30
g
Description
Motor technology: AC
Rated voltage U: 1~ 230 V10 %" 20
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.25 kW*
Rated current | 1 1.15 A*
Rated speed n,: 650 min"*
Starting current I,: 1.85 A 10 D)
Current increase Al: 0 %
Service capacitor C,,: 5.0 uF v
Thermal class: THCL155* v
Min. permitted conveyor temperature temin -25°C
Max. permitted conveyor temperature t,__ :70 °C 0 @ @
Electrical connection: Terminal box 0 2.000 4,000 6.000 5.000

Number of blades: 4

Protection class: IP54

Motor protection: Thermal contact
Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated

* Rated data

qy [m*/hl
1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
II-x) Measured in short-bell mouth with compressed side contact protection.

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

g

141
205

NSRS
|| B~
©|©|N|~
[SISIES N

L-KL-8807-61
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnAgTOpPBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min-1] [dB]
FB063-8E_.4F.V4L | 230* ® iS55 250" 650"
230 ® 0.92 190 700 67
Il 230 ® 1.10 230 620 66
230 ® 0.97 195 660 65
1 160 0.94 130 430 58
160 ® 0.86 125 530 60
[\ 130 (@) 0.81 90 330 55 S
130 ® 0.78 87 410 53 =
\Y 105 0.67 60 250 53 £
105 ® 0.66 59 310 46 g
*rated data -
Fan ordering information
33
38
Design K s
k
g
o
w

Type FB063-8EK.4F.V4L
Article no. 124172

Weight [kg]  11.10

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 1~ = controllers 1~ controllers 1~

- @y . g

, - ¥ - »

_ * =
--_ Eti I ;

;A Page 552 A Page 596 ;A Page 587 ;A Page 562
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FB, AC- technology iﬁial fans Main catalogue

Size 630 mm BeHTuAgzGpbLI.PY
FB

for single phase alternating current, 8 pole FBOB3-8E

Characteristic curve

60
S
2
Q.
©
3
[
‘0‘9‘
50 §
40
-
&30
&
Description
Motor technology: AC
Rated voltage U,: 1~ 230 V10 %* 20
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.31 kW*
Rated current | ;: 1.55 A*
Rated speed n,: 650 min"*
Starting current 1,: 2.20 A 10 @
Current increase Al: 5 %
Service capacitor C,: 6.0 F v
Thermal class: THCL155*
Min. permitted conveyor temperature temin -25°C v @ @
Max. permitted conveyor temperature t,__ :70 °C 0
Electrical connection: Terminal box 0 2.000 4.000 6.000 8.000 10.000

Number of blades: 4

Protection class: IP54

Motor protection: Thermal contact
Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated

* Rated data

qy [m’/h]
1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
II-x) Measured in short-bell mouth with compressed side contact protection.

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

g

161
225

NSRS
|| B~
©|©|N|~
[SISIES N

L-KL-8807-62
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnAgTOpPBI.PY
Performance data
Type Characteristic Voltage Operating point ~ Current Motor input Speed Suction side
curve power sound power level
U | B n Lyss
V] [A] W] [min-1] [dB]
FB063-8E_.41.V4P | 230" ® 2555 310* 650"
230 ® 1.30 250 690 71
Il 230 ® 1.50 290 640 71
230 ® 1.35 260 660 67
1 160 1.40 190 450 63
160 ® 1.30 180 510 61
[\ 130 (@) 1.25 135 330 53 S
130 ® 1.20 130 380 61 =
\Y 105 1.05 87 250 £
105 ® 1.00 86 280 =
*rated data -
Fan ordering information
33
e
Design K s
k
g
o
w

Type FB063-8EK.41.V4P
Article no. 108187

Weight [kg] ~ 12.80

Control technology
Frequency inverter Motor protection units  Transformer-based Electronic voltage

Fcontrol 1~ 1~ controllers 1~ controllers 1~

- @y . g

, - ¥ - »

_ * =
--_ Eti I ;

;A Page 552 A Page 596 ;A Page 587 ;A Page 562
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FB, AC- technology ial fans Main catalogue
Size 630 mm BeHTuAgzGpbLI.PY
for single phase alternating current, 8 pole FBOB3-8E
Characteristic curve
50
g
<
@ \\\ §
\\ %
\\ 29‘
\ ]
2
40 @ =
AN
\
\
\
\
\
\
\
\
30 ® \
\
\
— \
T Il “
g L
. . \
Description 20 L
Motor technology: AC \
Rated voltage U: 1~ 230 V10 %" ‘\
Rated frequency f,: 50 Hz* \
Motor input power P,: 0.36 kW* “
Rated current |: 1.70 A* ol \
Rated speed n,: 600 min"* 10 ®) ‘\
Starting current |,: 2.40 A \‘
Current increase Al: 0 % " \
Service capacitor C,,: 8.0 uF \\
Thermal class: THCL155* v \
Min. permitted conveyor temperature t . = -25 °C \
Max. permitted conveyor temperature t, - 60 °C 0 & @ © ©® \ ®
Electrical connection: Terminal box 0 2.000 4.000 6.000 8.000 10.000

Number of blades: 4

Protection class: IP54

Motor protection: Thermal contact
Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated

* Rated data

qy [m’/h]
1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
II-x) Measured in short-bell mouth with compressed side contact protection.

P Connection diagram 1360-104XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

g

161
225

NSRS
|| B~
©|©|N|~
[SISIES N

L-KL-8807-63
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Axial fans Main catalogue
10/2012

Performance data

Type Characteristic
curve

FB063-8E_.41.V4S |

*rated data

Fan ordering information

Airflow direction V

Design K

Type FB063-8EK.41.V4S
Article no. 124173

Weight [kg] 12.80

Control technology
Frequency inverter
Fcontrol 1~

;A Page 552

www.ziehl-abegg.com

Voltage Operating Current
point
u I
[Vl [A]
230* ® 1.70*
230 ® 1.55
230 ® 1.60
230 ® 1.50
160 1.45
160 ® 1.40
130 ® 1.30
130 ® 1.25
105 1.05
105 ® 1.00

Motor protection units  Transformer-based

1~ controllers 1~
= 5

¥

8 -
=
A Page 596 A Page 587

FB, AC- technology

& BeHTnARTOPBI.PY

Motor input Speed Suction side Max. permitted
power sound power  media tem-
level perature

P1 n LWA5 tH

W] [min~] [dB] [°C]

360* 600* 60

330 630 73

340 620 69 65

320 640 69

210 430 60

200 480 63 5

145 340 55) =

140 360 56 £

92 250 =

91 270 -
So
22
88
s
k
H
o
N
i
w

Electronic voltage
controllers 1~

Biainl P

A Page 562
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FB, AC- technology
Size 630 mm

FB

for three phase

Description

Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %*
Rated frequency f,: 50 Hz*

Motor input power P,: 1.10/0.65 kW*
Rated current | : 2.20/1.25 A*

Rated speed n;: 1300/ 910 min**
Starting current 1,: 7.00 A/2.40 A
Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, .
Max. permitted conveyor temperature t
Electrical connection: Terminal box
Number of blades: 4

Protection class: IP54

Motor protection: Thermal contact
Blades: Aluminium, uncoated

Rotor: Aluminium, uncoated
Conformity: ErP 2015, CE
ErP Data

Efficiency n,..: 38.5 %
Efficiency: N, ., =44.7 /N
* Rated data

**ErP 2015

R(max)*

= 40"

target

P Connection diagram 1360-108XA

W System components

Dimensions [mm]

Airflow direction V

):-40 °C
160 °C

Page 608

Page 524

alternating current, 4-4 pole

Characteristic curve
160

140

120

100

80

pye [Pal

60

40

20

0 3.000

6.000

qy [m’/h]

9.000

ial fans Main catalogue
5{4 BeHTuAgzGpbLI.PY

©

FBOB3-VvD

3

<

)

(=]

>

s

£

3

e

<

m

O

(=3

£
12.000 15.000

1) Measured in short bell mouth with guard grille in installation type A according to ISO 5801.
1I-x) Measured in short-bell mouth with compressed side contact protection.

Design K - axial bolted, mounted for short
bell mouth E

—

T | Ol
|| D~
E ©|©|N|~

l [SISIES N

L-KL-8807-51
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnAgTOpPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min] [dB]
FB063-VD_.4M.V4L A | 400* ® 2.20* 1100* 1300* 83
400 ® 1.80 790 1380 85
Y Il 400* ® 1.25* 650* 910* 74
400 ® 1.10 570 1090 80
*rated data
S
g
Fan ordering information S
C
Airflow direction V
Design K
So
22
§8
s
Type FB063-VDK.4M.V4L
Article no. 135044
Weight [kg] ~ 17.40 g
i
Control technology w
Frequency inverter Motor protection units Transformer-based Electronic voltage
Fcontrol 3~ & controllers 3~ controllers 3~
S = & ' '
[y & — [——
‘i = il =
¥ Page 558 ¥ Page 596 # Page 591 A Page 578
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technology components
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FB, AC- technology iﬁial fans Main catalogue

Size 630 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 6-6 pole FBOB3-SD

Characteristic curve
120

97439/97453

100

80

60

psr [Pa]

Description

Motor technology: AC

Rated voltage U,: 3~ 400 V (A/Y) £10 %* 40
Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.42/0.30 kW*

Rated current | ;: 0.78/0.50 A*

Rated speed n,: 900/ 710 min"*

Starting current 1,: 2.80 A/ 0.90 A 20
Current increase Al: 10 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, = -40 °C \

Max. permitted conveyor temperature taman 70 °C @ ‘\ @
Electrical connection: Terminal box 0 :
Number of blades: 4 0 2.000 4.000 6.000 8.000 10.000
Protection class: IP54 gy [m/h]

Motor protection: Thermal contact 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
Blades: Aluminium, uncoated II-x) Measured in short-bell mouth with compressed side contact protection.

Rotor: Aluminium, uncoated

Conformity: ErP 2015, CE
ErP Data

Efficiency n,.: 38.4 %
Efficiency: N, ., =47.3/N
* Rated data

**ErP 2015

= 40"

target

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

g

161
225

2627
2697
@750
@778
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Axial fans Main catalogue FB, AC- technology
10/2012 & BeHTnAgTOpPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min~] [dB]
FB063-SD_.41.V4L A | 400 ® 0.78* 420 900* 78
400 ® 0.60 260 940 76
I 400 ® 0.74 390 910 74
400 ® 0.64 300 940 72
Y n 400 0.48 290 730 70
400 ® 0.39 230 800 68 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
g
§8
s
Type FB063-SDK.41.V4L
Article no. 124168 %
Weight [kg]  12.80 ﬁ

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578
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FB, AC- technology iﬁial fans Main catalogue

Size 630 mm BeHTuAgzGpbLI.PY

FB

for three phase alternating current, 6-6 pole FBOB3-SD

Characteristic curve
100

fb0636 dk4i6pk801

80

60

pye [Pal

Description 40

Motor technology: AC
Rated voltage U,: 3~ 400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.48/0.32 kW*

Rated current | : 0.93/0.51 A*

Rated speed n,: 870/ 680 min'* 20

Starting current 1,: 2.80 A/ 0.90 A

Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, = -40 °C

Max. permitted conveyor temperature taman 70 °C

Electrical connection: Terminal box 0

Number of blades: 4 0 2.000 4.000 6.000 8.000 10.000 12.000
Protection class: IP54 qy [m*/h]

Motor protection: Thermal contact I) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
Blades: Aluminium, uncoated 1I-x) Measured in short-bell mouth with compressed side contact protection.

Rotor: Aluminium, uncoated

Conformity: ErP 2015, CE

ErP Data

Efficiency n,..: 30.5 %

Efficiency: N, =40.5/N_ . =40™

Frequency inverter required
* Rated data

**ErP 2015

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

g

161
225

NSRS
|| B~
©|©|N|~
[SISIES N

L-KL-8807-54
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Axial fans Main catalogue FB, AC- technology
10/2012 & BeHTnAgTOpPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min~] [dB]
FB063-SD_.41.V4P A | 400* ® 0.93* 480* 870*
400 ® 0.85 380 910 78
Il 400 ® 0.89 500 890 77
400 ® 0.79 420 910 76
Y 1] 400 0.57 350 680 69
400 ® 0.52 320 730 70

*rated data

Information

Fan ordering information

Airflow direction V

Design K

FE2owlet
ECblue

Type FB063-SDK.41.V4P
Article no. 124169

FE2owlet

Weight [kg] ~ 12.80

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578

O
'S

System
components

Control
technology
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FB, AC- technology ial fans Main catalogue
Size 630 mm

BeHTuAgzGpbLI.PY
FB

for three phase alternating current, 6-6 pole FBOB3-SD

Characteristic curve
100

\
80

fb063sdk4i 65k802

60 A

pye [Pal

Il '
Description 40 |
Motor technology: AC \
Rated voltage U,: 3~ 400 V (A/Y) £10 %* \
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.72/0.47 kW* mn \\
Rated current | : 1.40/0.79 A* \
Rated speed n,: 870/ 650 min-'* 20 v
Starting current 1,: 4.40 A/ 1.40 A \
Current increase Al: 5 % \
Thermal class: THCL155* \
Min. permitted conveyor temperature t, = -40 °C \
Max. permitted conveyor temperature taman 55 °C @ @ ‘\ @
Electrical connection: Terminal box Y :
Number of blades: 4 0
Protection class: IP54
Motor protection: Thermal contact
Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated
Conformity: ErP 2013, CE
ErP Data
Efficiency n,..: 28.7 %
Efficiency: N, ., =36.1/N
* Rated data
**ErP 2013

2.000 4.000 6.000 8.000 10.000 12.000
qy [m’/h]

1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
1I-x) Measured in short-bell mouth with compressed side contact protection.

14.000

=36

target

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E

g

161
225

2627
2697
@750
@778
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Axial fans Main catalogue
10/2012

Performance data

Type Connection

FB063-SD_.41.V4S A

*rated data

Fan ordering information

Characteris-
tic curve

Voltage

V]
400*
400
400
400
400
400

Operating
point

PRE®EE

Current

(Al
1.40*
1.30
1.25
1.15
0.77
0.72

Motor input
power

W]
720*
550
670
610
470
440

Speed

[minT]
870*
910
890
910
680
720

FB, AC- technology

& BeHTnARTOPBI.PY

Suction side
sound power
level

LWA5

[dB]

83
78
78
70
73

Max.
permitted
media tem-
perature

tR

[°C]

55

65

Airflow direction V

Design K

Type FB063-SDK.41.V4S
Article no. 210548

Weight [kg] 12.80

Control technology
Frequency inverter
Fcontrol 3~

A Page 558

www.ziehl-abegg.com

Motor protection units

SN
"
= &

oy !

A Page 596

Transformer-based
controllers 3~

=
1
—=

A Page 591

Electronic voltage
controllers 3~

A Page 578

Information
ECblue

FE2owlet

FE2owlet

O
'S
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FB, AC- technology
Size 630 mm

FB

for three phase alternating current, 8-8 pole

Description
Motor technology: AC
Rated voltage U,: 3~ 400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz* (60Hz data available)

Motor input power P,: 0.22/0.12 kW*
Rated current | : 0.57/0.27 A*

Rated speed n,: 650/ 470 min"*
Starting current |,: 1.20 A/ 0.36 A
Current increase Al: 0 %

Thermal class: THCL155*

Min. permitted conveyor temperature t, .
Max. permitted conveyor temperature t
Electrical connection: Terminal box
Number of blades: 4

Protection class: IP54

Motor protection: Thermal contact
Blades: Aluminium, uncoated

Rotor: Aluminium, uncoated
Conformity: ErP 2015, CE

ErP Data

Efficiency n,..: 28.1 %

Efficiency: N, =406 /N, =40™
Frequency inverter required

* Rated data

**ErP 2015

R(max)*

P Connection diagram 1360-108XA

W System components

Dimensions [mm]

Airflow direction V

):-40 °C
170 °C

ial fans Main catalogue
5{4 BeHTuAgzGpbLI.PY

FBOB3-AD

Characteristic curve
60

97437/97448

50

40

Per [Pal
w
S

20

10

0 2.000

4.000

6.000 8.000
Gy [m¥/h]

1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

1I-x) Measured in short-bell mouth with compressed side contact protection.

Page 608

Page 524

Design K - axial bolted, mounted for short

bell mouth E

g

141
205

2627
2697
@750
@778

L-KL-8807-58
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Axial fans Main catalogue FB, AC- technology
10/2012 & BeHTnAgTOpPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
u | A n Livas
[V] [A] W] [min~] [dB]
FB063-AD_.4F.V4L A | 400 ® 0.54* 220" 670*
400 ® 0.48 155 700 67
I 400 ® 0.51 200 640 65
400 ® 0.48 170 670 64
Y n 400 0.24 115 450 59
400 ® 0.21 100 540 59 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
33
§8
s
Type FB063-ADK.4F.V4L
Article no. 124171 %
Weight [kg] ~ 11.10 ﬁ

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578
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FB, AC- technology ial fans Main catalogue
Size 630 mm

BeHTuAgzGpbLI.PY
FB

for three phase alternating current, 8-8 pole FBOB3-AD

Characteristic curve

60
o
2
&
3
el
@
50 8
£
40
©
&30
5
L \
Description \
Motor technology: AC ‘\
Rated voltage U,: 3~ 400 V (A/Y) £10 %* 20 \\
Rated frequency f,: 50 Hz* (60Hz data available) \
Motor input power P,: 0.26/0.16 kW* \‘
Rated current | : 0.59/0.30 A* \
Rated speed n,: 640/ 470 min'* ‘\
Starting current |,: 1.20 A/ 0.36 A 10 \
Current increase Al: 0 % ‘\
Thermal class: THCL155* \
Min. permitted conveyor temperature t, = -40 °C “
Max. permitted conveyor temperature taman 70 °C \ @
Electrical connection: Terminal box 0 O) L]
Number of blades: 4 0 2.000 4.000 6.000 8.000 10.000
Protection class: IP54 3
o qy [m*/h]
'I\Blllztc?ers?rX}Sﬁ::Zitn:hSr:Ts;t:jmaCt 1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
Rotor: Aluminium imcoated II-x) Measured in short-bell mouth with compressed side contact protection.
* Rated data
P Connection diagram 1360-108XA Page 608
P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnAgTOpPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min~] [dB]
FB063-AD_.4F.V4P A | 400 ® 0.59* 260 640*
400 ® 0.51 190 680 70
I 400 ® 0.61 250 630 69
400 ® 0.59 220 650 67
Y n 400 0.28 130 440 60
400 ® 0.27 125 490 59 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
g
§8
s
Type FB063-ADK.4F.V4P
Article no. 209100 %
Weight [kg] ~ 11.10 ﬁ

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
L = 5 ' '
[ & — ]
-, = = =
=] i m—
A Page 558 A Page 596 ;A Page 591 ;A Page 578

System FC
technology components

Control
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FB, AC- technology iﬁial fans Main catalogue

Size 630 mm BeHTuAgzGpbLI.PY
FB

for three phase alternating current, 8-8 pole FBOB3-AD

Characteristic curve
50

b d
fb063a dk4i6sk801

40 A\

30 \

P [Pa]
>

Description 20 \
Motor technology: AC \
Rated voltage U,: 3~ 400 V (A/Y) £10 %*

Rated frequency f,: 50 Hz* \
Motor input power P,: 0.35/0.22 kW* \
Rated current | : 0.77/0.40 A* n \
Rated speed n,: 640/ 470 min™'* 10 Y
Starting current 1,: 2.10 A/0.70 A \
Current increase Al: 0 % \
Thermal class: THCL155* \
Min. permitted conveyor temperature t, = -40 °C \
Max. permitted conveyor temperature t, - 70 °C \
Electrical connection: Terminal box e 0 © © Of'
Number of blades: 4 0 2.000 4.000 6.000 8.000 10.000
Protection class: IP54 gy m¥/h]

Motor protection: Thermal contact
Blades: Aluminium, uncoated
Rotor: Aluminium, uncoated

* Rated data

1) Measured in full bell mouth without guard grille in installation type A according to ISO 5801.
II-x) Measured in short-bell mouth with compressed side contact protection.

P Connection diagram 1360-108XA Page 608

P System components Page 524

Dimensions [mm]

Airflow direction V

Design K - axial bolted, mounted for short
bell mouth E
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Axial fans Main catalogue FB, AC- technology

10/2012 & BeHTnAgTOpPBI.PY
Performance data
Type Connection Characteristic ~ Voltage Operating Current Motor input Speed Suction side
curve point power sound power
level
U | P, n Lyss
[V] [A] W] [min~] [dB]
FB063-AD_.41.V4S A | 400 ® 0.77* 350 640*
400 ® 0.71 280 680 75
I 400 ® 0.69 340 650 69
400 ® 0.66 310 670 69
Y 1l 400 0.40 230 480 62
400 ® 0.37 210 500 64 3
*rated data -‘é
S
=
Fan ordering information
Airflow direction V
Design K -
g
§8
s
Type FB063-ADK.41.V4S
Article no. 107775 %
Weight [kg]  12.80 ﬁ

Control technology

Frequency inverter Motor protection units  Transformer-based Electronic voltage
Fcontrol 3~ 3~ controllers 3~ controllers 3~
. = ' '
[ & — ]
-, = = =
i ;
A Page 558 A Page 596 ;A Page 591 ;A Page 578
O
g
2
E g
25
L4
B E
o
o
>
— D
[SKe)
=
S c
8%
L
x
B
C
Q
Q.
Q.
<
www.ziehl-abegg.com < 401

www.vseventilatory.ru | info@vseventi;mfy.ru


http://vseventilatory.ru/
http://vseventilatory.ru/


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Coated FOGRA27 \050ISO 12647-2:2004\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


